THE PEC-10M12D4G-DD-SFF IS A LOW BARRIER SCHOTTKY
DIODE OPTIMIZED TO WORK FROM 10 MHz TO 124 GHz

SPECIF ICATIONS:

FREQUENCY RANGE:....ov, 10MHz 1O 12.4GHz

FREQUENCY RESPONSE:.. +/- 0.2 odB MAX. OVER ANY OCTAVE
BROADBAND FLATNESS:... +/—= 0.3 dB MAX

VSWR:,11IS TYP. 01 TO 4 GHz, 1.3:11 TYP, 4 TO 124 GHz
MAXIMUM INPUT (CW 0OR AVERAGE POWER>: 200 mW (MAXD
SENSITIVITY: ..>00 mV/uwW B + 25 C

QUTPUT POLARITY:. NEGATIVE

NOISE: <30uV P-P WITH CwW POWER APPLIED TO PRODUCE 100 mV OUTPUT

—
REVISIONS

DESCRIPTION

ORIGINAL RELEASE

1/27/10

CONNECTORS:, REMOVABLE SMA (F)
SIZE: 1.75 X 0.4 X 0.4 INCHES
VIDEO IMPEDANCE:..1.3 K OHM TYP
RF BYPASS CAPACITOR:... 30 pF TYP

ENVIRONMENTAL RATINGS:

o TEMPERATURE: - - - - - -—55C TO +85°C (OPERATING)

—65C TO +125°C (STORAGE)
o HUMIDITY: - - -« - - . . . MIL—STD—202F, METHOD 1038 COND. B
® SHOCK: -~ -+« « - . MIL—STD—202F, METHOD 2138 COND. B
o VIBRATION: - - - - - . - ‘MIL—STD—202F, METHOD 204D COND. B
o ALTITUDE: - - - - - - - - - MIL—STD—202F, METHOD 105C COND. B
e TEMPERATURE CYCLE: - - -MIL—STD—202F, METHOD 107D COND. A

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTEr THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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