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MODEL NUMBER: PEC-24-500M1G-3R0-25-15-SFF 1A BRIGINAL RELEASE Y
B Moved IC ph 40 be h-ne with ground Wy 1/15/06
SPECIFICATIONS:
Operating Frequency: 500 to 1000MHz
Gaint 24dB
Gain Flatness: +/-1.0dB Max. 200
Noise Figure: 3.0dB Max, '
OP1ciB: +25dBm Min., 0920
[ 2x0210
aIPe: +595dBm Min, 5 01'10
. i | e 5
OIP3: +450Bm Min, : |[/////E E&W
VSWR In/0ut: 2.0:1 Max,
Operating Voltage: +12 to +15VIDC
4X ©0.098 THRU
Hermetically Sealed 2X 0380 TP | [_0.130 Max.
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ENVIRONMENTAL RATINGS:
* TEMPERATURE--------—30C 10 +35:C (PERATING) WIS cnewes S T 0. PLANAR MONOLITHICS INDUSTRIES
o ALL OTHER ENVIRONMENTAL SPECIFICATIONS ARE LISTED IN ATTACHED APPENDIX A. %ﬁﬁn e % FREDERICK MARLAD
© ALL UNITS WILL BE DESIGNED TO MEET ALL LISTED ENVIRONMENTAL CONDITIONS. — 220008 “m il L
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