DESCRIPTION

REVISIONS

ZONE

REV. DESCRIPTION DATE APPRQVED

Al ORIGINAL RELEASE 02/27/13
PMI MODEL NO: PEC-50—-0R118-6R5-18—-SFF—DVA IS VARIABLE
GAIN AMPLIFIER WITH THE FOLLOWING SPECIFICATIONS,
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e CLOCK RATE: TBD MHz g e
e CONNECTORS: SMA (F) REMOVABLE
TS 4—40
e DC SUPPLY: +12 to —12 VDC UNG-28 ScREW
e SI|/F (L) 3.50” X (W) 2.30” X (H) 0.88” PMI CONFIDENTIAL AND PROPRIETARY
e FINISH
COLD PLATED PLANAR MONOLITHICS INDUSTRIES, INC.
* NO ATTENUATION P
7311-F GROVE ROAD s 77\
. FREDERICK, MARYLAND 21704 USA AL .
ENVIRONMENTAL RATINGS TEL: 301-662-5019 FAX: 301-662-1731
WEBSITE: www.pmi-rf.com
® TEMPERATURE: —20°C TO + 70°C (OPERATING) E-MAIL: sales@pmi-rf.com
—65°C TO +125°C (STORAGE) ISO 9001 CERTIFIED
® HUMIDITY: MIL—STD—202F, METHOD 103B COND. B e
® SHOCK: MIL—STD—202F, METHOD 2138 COND. B APPROVALS oate PRODUCT FEATURE
® ALTITUDE: ———————— MIL-STD—202F, METHOD 105C COND. B DRAWN PEC—50—-0R118—BR5—18—SFF—DVA
® TEMPERATURE CYCLE:—— MIL—STD-202F, METHOD 107D COND. A AN ANG 02/21/13
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