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Customer: Rikei Corporation Tested By: RCombs 
Job No: SO12-102-P Temperature: +25°C 

Model No: SDLVA-8G18G-40-5-SFF-CM Date: 09/05/2012 
Serial No: PL11386\1235   

    
 

TEST. 
ITEM 
NO 

PARAMETERS SPECIFIED VALUE TEST 
RESULTS 

QA 
QC 

1 Frequency Range 8 to 18 GHz 8 to 18 GHz  

2 Frequency Flatness ±2.0 dB ±1.3 dB  

3 Log Linearity  
Over Temp 

±1.0 dB  
(Pin=-30 dBm @ -54°C to +85°C) ±0.48 dB  

4 Logging Range -40 to +0 dBm -40 to +0 dBm  

5 Input VSWR 2.5:1 Max.  2.35:1  

6 Max. RF Input: +10 dBm CW (Survival) Pass  

7 Log Video  
Output Voltage 10mV to 2.25V 88mV to 2.186V  

8 Log Video  
Output Slope 50mV/dB ±6.0mV/dB Max. 49.8mV/dB  

9 Log Video 
Output Rise Time 

25 ns Max. 
(Pin = -20 dBm @ 10% to 90%)  7.5ns  

10 Log Video  
Output Fall Time 

30 ns Max.  
(Pin = -20 dBm @ 90% to 10%) 14.8ns  

11 Log Video Recovery 
Time 

40 ns Max.  
(Pin = -20 dBm @ 90% to 10%) 14.8ns  

12 Operating Voltage +5V ±5%  
(Max. Ripple 100 mV pk-pk, 20 MHz BW) Pass  

13 Operating Current 130 mA Max.  120mA @ 5 Volts  
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