
 
 

SUMMARY TEST DATA ON DIRECTIONAL DETECTOR 
 
 
  
 

 
 

 
TEST ITEM 

NO. 
PARAMETERS 

SPECIFIED 
VALUE 

MEASURED VALUE 
REMARKS 

QA/QC 
 

1 
Frequency 3.0-3.5 GHz pass  

 
2 

Insertion Loss 0.25dB max. 0.40dB  

 
3 

Insertion Loss 
Variation Over 

Freq. 
0.2dB max. 0.08dB  

 
4 

VSWR 1.25:1 max. Pass (see plot)  

 
5 

Max. Input Power 3 Watts pass  

 
6 

Supply Voltage ±15VDC ok  

 
7 

Impedance 50 Ohms 50 Ohms  

 
8 

Min. Directivity 20dB min. pass  

 
9 

Output Voltage 
Variation With 

Freq. and Temp. 
±0.2dB max. pass  

 
10 

Detector Output 
Voltage: 

 
Power In 

 

 
 

Voltage Output 

3.0 GHz 
(mV) 

3.25 GHz 
(mV) 

3.5 GHz 
(mV) 

 

+26dBm 150-220 mV 169.80 163.28 174.93  

+23dBm 94-130 mV 116.71 108.60 122.61  

+20dBm 58-83 mV 72.18 66.43 76.74  

+16dBm 31-46mV 31.50 31.11 31.93  

 
11 

Video BW 10 MHz min. pass  

 
Production Manager Approval: ___ _______                                       Date: _______ 
 
QA/QC Approval: _________________________________________ Date: _______ 
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