SUMMARY TEST DATA
ON
P1T-1G18G-65-T-SFF

Customer: Tested By: K. Wagaman
SO No: Temperature: +25°C
Model No: P1T-1G18G-65-T-SFF Date: 6/3/2021
Serial No: 13086 Drawing No: 27626402 Rev: A1
Part No:
TEST QA
PARAMETER SPECIFIED VAL ST RESULT
ITEM NO 3 e B m—— QcC
: PMi
1 Frequency Range: 1.0 GHz to 18.0 GHz 1.0 GHz to 18.0 GHz QA2
; . 2.62dB
2 Insertion Loss: 3dB Typ. (See Plot)
- : 68 dB
3 Isolation: 65 dB Min. (See Plot)
In 1.91:1
4 Input VSWR: 2.0:1 Max. Out 1.53 :1
(See Plot)
ot : <50 ns
. Switching Speed: D REa; See Typical Characteristics
. +30 dBm Max. (Survival) Pass
. Input Power: +20 dBm (Operating) See Typical Characteristics
. +5VDC @ 20 mA Typ. +5VDC @ 23 mA
% L -15VDC @ 20 mA Typ. 15 VDC @ 56 mA
— TTL"0" - (Insertion Loss) PMI
9 Control Signal: TTL *1" -5 (Isolation) Pass QA2
PMI
QA/QC Approval: QA2 Date: ‘/ '1/ 4l
13 T

Page 1 of 2



cwenner
Rectangle

cwenner
Rectangle

cwenner
Rectangle


SUMMARY TEST DATA

13086
ON
P1T-1G18G-65-T-SFF
Insertion Loss

D e — =
0.5

5 e

1.5 M

. \

@

Sas —

5 : B |

L S P T -2.62
-35

-4
-45
-5
1 27 44 6.1 7.8 95 1.2 129 14.6 16.3 18
Frequency (GHz)
VSWR
2

-~ =1 0n

]

L 2 On
0 — 1 0ff
06 |2 OFf
0.4
0.2

0 == RS
2.7 a4 6.1 7.8 9.5 11.2 129 14.6 16.3 18
Frequency (GHz)
Isolation

Loss (dB)

-105
-110
-115
-120

44 6.1 78 95 11.2 129 - 14.6
Frequency (GHz)

16.3 18

Page 2 of 2



cwenner
Rectangle

cwenner
Rectangle


