
SUMMARY TEST DATA 

ON 

PDC-800M2O5G-30C-SFF-50W 

Tested By: John R 
-------------

Customer:  

SO No: 

Model No: PDC-800M2D5G-30C-SFF-50W 
Serial No: 13388 

Part No:  

TEST 
PARAMETERS 

ITEM NO. 

1 Frequency Range: 

2 Insertion Loss: 

3 VSWR: 

4 Directivity: 

5 Coupling: 

6 Frequency Sensitivity: 

QA/QC Approval: �

I 

Temper at u re: +25°C 
-------------

Date: 11/30/2021 

Drawing No: 27625822 Rev: A1 
----

SPECIFIED VALUE TEST RESULTS 
QA 
QC 

0.8 to 2.5 GHz 0.8 to 2.5 GHz PMI 
QA1 

0.5 dB Max. 0.14 dB (Excluding Coupled Power) 

:51.2:1 1.1 :1 
(See Plot) 

20 dB Min. 27.6 dB 
See Plot 

30.43 dB Max 
30 ±1 dB Max. 29.59 dB Min 

See Plot 

±0.7 dB Max. ±0.42 dB PMI 
QA1 

PMI 
QA1 Date: _ __,I 't ___ J_o/_i_, --

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pml-rf.com 

Page 1 of 2 



SUMMARY TEST DATA 

ON 

PDC-800M2D5G-30C-SFF-50W 

Insertion Loss 
0 

--0.1 
--0.2 
--0.3 

�--0.4 

-;--0.5 
.9 -0.6 

--0.7 
--0.8 
--0.9 

-1 
0.8 0.9 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2 

Frequency (GHz) 

VSWR 

1.4 

1.35 

1.3 

a: 
1.25 

:!: 1.2 

> 1.15 

1.1 

1.05 
-

1 
0.8 0.9 I.I 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.1 2.2 

Frequency (GHz) 

Directivity 

-10 

-20 

ii,-30 

i:,-40 --�--

:� 
ti -50 -- ---

� 
o -60 

-70 

-ao 

0.8 0.9 1.1 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2.1 2.2 2.3 

Frequency (GHz) 

Coupling 

-28 

-28.5 -

-29

:!:!, -29.5 
---

.5 -30 
-

g -30.5 

-31 

-31.5 

-32 
0.8 0.9 I.I 1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 

Frequency (GHz) 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

Page 2 of 2 

13388 

-INS 

-SPEC 

2.3 2.4 2.5 

--IN 
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--
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--DIRECTIVITY 
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--COUPLING 

-LIMIT SPEC 

-SENSITIVITY SPEC 
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