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TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 
2 MHz to 18 GHz 

(Optimized: 3 MHz to 4 GHz) 
2 MHz to 18 GHz 

(Optimized: 3 MHz to 4 GHz) 
 

2 VSWR: 1.90:1 Max 
1.79:1 

See Plot 
 

3 Thru Path Insertion Loss: 2.5dB Max 
2.2dB 

See Plot 
 

4 Switching Speed: 5us Max 
<2us 

See Typical Characteristics 
 

5 Power Range: 
Operational: -30 to 0dBm 
(10KHz, Video Bandwidth) 

-30 to 0dBm 
See Graph 

 

6 RF Damage Level: +28dBm Min Pass  

7 Threshold Level: 0 to 2.5VDC Pass  

8 Detected Out: 0 to 2.5VDC Pass  

9 Threshold Output: TTL Pass  

10 DC Supply: 
+15V @ 100mA Max 
-15V @ 40mA Max 

95mA 
30mA 
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Thru Path Insertion Loss & Return Loss 
 
 

 
 

 

 

 

 

 

 

 

 

 

 

mailto:sales@pmi-rf.com


 

SUMMARY TEST DATA 
ON 

CDT-2M18-30-BB-OPT3M4G, D 

    S/N: 13650/1334 

 
7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

 
Video Output (mV) vs. Power Input (dBm) 

Typical Analog Detected Output 
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