PMI

SUMMARY TEST DATA
ON

P IaNTT A 17
W\ P2T-2G18G-55-T-512-SFF-LV
Customer: Tested By: B.Willard
SO No: Temperature: +25°C
Model No: P2T-2G18G-55-T-512-SFF-LV Date: 4/22/2019
Serial No: PL14252/1350 Drawing No: 27619966 Rev: A1
TEST QA
PARAMETERS SPECIFIED VALUE TEST RESULTS
ITEM NO QcC
1 Frequency Range: 2.0-18.0 GHz 2,0-18.0 GHz ;AM:
; . 2.69 dB
2 Insertion Loss: 3.0 dB Max. _ Ses Diai
S . 55 dB
3 Isolation: 55 dB Min. See Plot
- ! In 1.89:1
4 ooy 2,01 Max. Out 1.94 :1
See Plot
B 1 g : <50 ns
= Sovncling Spee: 00 o Mg, See Typical Characteristics
— " 5 MHz
' Switahing Rae FRF: R See Typical Characteristics
7 [REUE oS +23 dBm Max. (Operating) Pass
P . +27 dBm Max. (Survival) See Typical Characteristics
: Y 50 mV Peak to Peak Max. . 40 mV Typ.
8 e Measured @ 300 MHz BW See Typical Characteristics
- +5VDC @ 80 mA Typ. +5 VDC @ 23 mA
: B SunpiE -12 VDC @ 80 mA Typ. 412 VDC @ 68 mA
Y i ; TTL"0" - (Insertion Loss) PMi
10 Control: (2 Lines) TTL "1 > (Isolation) Pass QA s
*Ton=50%TTL to 90% RF / T off = 50% TTL to 10% RF.
** STABILITY = Unconditional under any Input/Output VSWR load.
*TTL"0"=1.6 mA Max. Sink @ 0.4 V/TTL"1"=40 pA Max. @ 24V
PMmi
QA/QC Approval: QU1 Date: 5 39, f?
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