SUMMARY TEST DATA
ON
PE2-15-8G20G-4R0-20-SFF

PMI
fA AN

ot

PL15226/1422
Customer: Tested By: J.Emperador
SO No: Temperature: +25°C
Model No: PE2-15-8G20G-4R0-20-SFF Date: 06/12/14
Serial No: PL15226/1422 Drawing No: 27620543 Rev: Al
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QC
1 Frequency Range: 8.0-20.0 GHz 8.0-20.0 GHz
. 14.6 dB
. 12dB Min.
2 Gain: 15dB Nominal (See Plot)
. . +1.25dB Typ.
3 Gain Flatness: +1.5dB Max. +0.85dB
Input :2.0:1 1.7:1 Input
4 VSWR: Output: 2.0:1 1.6:1 Output
(Max.) (See Plot)
Lo/Mid/Hi
. . ) 4.0dB Typ.
5 Noise Figure: 5 0dB Max. 2.6/3.5/4.7
dB
6 Input Power: +17 dBm CW Max. >17dBm
) +17 dBm Min.
/ OP1d8: +20 dBm Typ. >+17dBm
. 225mA@ +11V to +15V
8 DC Supply: (Nominal) 203MmA@ +11V to +15V
QA/QC Approval: Date:
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SUMMARY TEST DATA

ON

PE2-15-8G20G-4R0-20-SFF

PL15226/1422
Gain

CHi: A -M S +14.55 dB

2.0 dB/ REF 15. 00 dB

PE2-15-8G20G—-4Rd-20-SFF GAIN S/N PL15p28

RS +14.155 dB

14. 7800 CGCH=
> S
— S—

STRT 8. 00000 CGH=

CRSR 14, 7800 GH=z

STOP 20. 0000 GH=

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




PMI

—r

AT

SUMMARY TEST DATA

ON
PE2-15-8G20G-4R0-20-SFF
PL15226/1422
Input VSWR
CH2: B -M S +1.883 SWR
.50 / REF _ 2.000 SWR

E2-15-8G20G-4R0O-20-S

F INRPUT VSWR S/N PL13$226

CRSR +1. 883 BWR

18. 94

00 GH=z=

e
/

STRT 8. 00000 GH=z

CRSR 18. 8400 GH=z

STOP 20. 0000 GH=z
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F M' i PE2-15 8G2(§)Cl§\| 4R0-20-SFF
\@ 5“ :hi ?\ 17 -15- - -20-
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PL15226/1422
Output VSWR
CHZ2: B -M S +1. 588 SWR
.50 / REF 2. 000 SWR

PE2-15-8G20G—-4R(-20—-SFF OUTPUT VSWR SN PL152286

CRSR +1. 388 SWR
18. 6400 [GH=

}r 0
n

STRT 8. 00000 GH=z CRSR 18. 8400 GH=z STOP 20. 0000 GH=z
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