QLICIntIC" PMI SUMMARY TEST DATA
| ON
PS-200M10G-8B-SFF
Customer: Tested By: K. Mansfield
Job No: Temperature: +25°C
Model No: PS-200M10G-8B-SFF Date: Friday, November 4, 2022
Serial No: PL15895/1438 Drawing No: 27630013 Rev: A1
Data Taken at -10 dBm Input Power
Test QA
Parameters ified Val R
Item No. aramete Specified Value Test Results Qc
! PMI
1 Frequency Range: 200 MHz to 10.0 GHz 200 MHz to 10.0 GHz QA2
2 Control: 8Bit TTL Pass
. . ) 10.43dB
3 Insertion Loss: 10.5dB Typical See Plot
. R 360°
4 Phase Shift: 360 See Plot
+2.14°
5 Phase Accuracy: +0.5° Typical -1.78°
See Plot
— . <250ns
g EWIChing S Eeet SO0 nsiMay: See Typical Characteristics
. +15V 185 mA@ +15 V PMI
K PowREIP: A5V 30mA@-15V QA2

QA/QC Approval: i [l

Date: I\ /Ll /70’3‘—1

7309-A Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com




n PL15895/1438
QUCIntIC" PMI SUMMARY TEST DATA
PLANRR MONDLITHICS ‘ ON
PS-200M4G-8B-SFF
Insertion Loss at Phase Settings
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