MODEL: SDLVA-18G40G-65-CD-292FF
SERIAL NO: PL18250
DATE: 12-11-15
TESTED BY: J. Merriner
Test Temp: -54C PLANAR MONOLITHICS INDUSTRIES
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63 | 58 | -53 | -48 | -43 | -38 | -33 | -28 | -23 | 18 | -13 | -8 | -3 | 2 | [RF InputPower (dBm) [

Frequenc:
INTERCEPT (mV) | 1653 ured mV) iB)
SLOPE (mV/dB) 24.3 Error (mV) MAX MIN
LINEARITY ERROR (dB) [ 0.90 -0.70
[INTERCEPT (mV) [1687 j
23.8 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 0.97 -1.20
INTERCEPT (mV) | 1675 i ue (mV] g
SLOPE (mV/dB) 24 Error (mV) MAX MIN
LINEARITY ERROR (dB) [ 0.83 -1.50
2z _|INTERCEPT (mV) [ 1663 y mVy] ‘
SLOPE (mV/dB) 23.9 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 1.28 -1.50
INTERCEPT (mV) | 1665 A ;
SLOPE (mV/dB) 23.8 Error (mV) MAX MIN
LINEARITY ERROR(dB) | | 1.22 1.71
Flatness +/- dB
Max Video Output Volts
Min Video Output Volts

Video Output @ -63dBm
Min(V)= 142.0 65
Max(V)= 194.0 280

Video Output @ =+2dBm
Min(V)= 1720.0 1476
Max(V)= 1757.0 1940
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MODEL: SDLVA-18G40G-65-CD-292FF
SERIAL NO: PL18250

DATE: 12-11-15

TESTED BY: J. Merriner

Test Temp: -54C

Linearity Error VS Input Power
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