MODEL: SDLVA-18G40G-65-CD-292FF
SERIAL NO: PL18250

DATE: 12-11-15

TESTED BY: J. Merriner

Test Temp: +85C
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[RF Input Power (dBm)

I

INTERCEPT (mV) [ 1766 M Z rror

SLOPE (mV/dB) 26.5 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 0.40 -0.46

INTERCEPT (mV) [ 1782 : or(dB]

SLOPE (mV/dB) 26 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 0.27 -0.30

INTERCEPT (mV) [ 1745 | ‘ i .

SLOPE (mV/dB) 25.6 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 0.34 -0.26

INTERCEPT (mV) [1777

SLOPE (mV/dB) 26.6 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 0.61 -0.39

INTERCEPT (mV) [ 1738 !

SLOPE (mV/dB) 26.6 Error (mV) MAX MIN
LINEARITY ERROR (dB) | 1.23 -1.04

Flatness +/- dB

Max Video Output Volts

Min Video Output Volts

Video Output @ -63dBm

Min(V)= 94.0 65

Max(V)= 150.0 280
Video Output @ =+2dBm

Min(V)= 1803.0 1476

Max(V)= 1834.0 1940




LINEARITY ERROR (dB)
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Linearity Error VS Input Power
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