
 

SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20567/1709 

 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

Customer:  Tested By: JoJo/Simon/Sterling 

SO No: SO16-329-FPS-P-PE-E (Line 002) Temperature: +25°C, 0°C, +60°C 

Model No: SDLVA-2020-70-818 Date: 03/27/17 

Serial No: PL20567/1709 Drawing No: 27631368 Rev: A1 

   
 

 

TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range 8.0 GHz to 18.0 GHz 
8.0 GHz to 18.0 GHz 

See Plot 
 

2 Frequency Flatness ±2.5 dB Max 
 ±1.5 dB 
See Plot 

 

3 Limited RF Output 0 dBm Min 
6.73 dBm 
See Plot 

 

4 TSS  -65 dBm Min 
-68 dBm 
See Plot 

 

5 Output Stability 
±2.5 dB Max 

(0°C TO 60°C) 
< ±2.5 dB 
See Plot 

 

6 VSWR 
2.0:1 

(@ -20dBm) 
1.75:1 

See Plot 
 

7 Logging Range -65 dBm to +10 dBm 
-65 dBm to +10 dBm 

See Plot 
 

8 Log Linearity 
±1.75 dB Max 

(-65 dBm TO +10 dBm) 
±1.10 dB 
See Plot 

 

9 Log Slope 
10mV/dB 

 (±10% Tolerance) 
9.39 mV/dB  

10 Log Temperature Stability 
±1.75 dB 

 (0°C to 60°C) 
±1.55 dB 
See Plot 

 

11 Rise Time 30 ns Max 
16.41 ns 
See Plot 

 

12 Recovery Time 250 ns Max, 150 ns Typ 
56.60 ns 
See Plot 

 

13 Output Video Load: 50Ω ±10%  Pass  

14 Output Voltage: 1.00 VDC Max 0.943 V  

15 DC Offset unit to unit ±5% Max Less than 5%  

16 Power Supply: 
+15V @ 650mA Max 
-15V @ 175mA Max 

520mA 
95mA 

 

QA/QC Approval:  Date:  
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LOGGING CHARACTERISTICS @ 25C 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Simon K.

TEST DATE: 03/27/17

SERIAL NO: PL20567

TEST TEMP: +25C

0.205

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)853 232 280 336 386 434 483 529 579 626 667 712 758 802 851 899 939 Measured Value (mV)

SLOPE (mV/dB) 9.39 -10 -9 0 3 4 6 5 8 8 2 0 -1 -4 -2 -1 -8 Error (mV)

-1.10 -0.99 -0.03 0.30 0.41 0.62 0.52 0.84 0.85 0.21 0.00 -0.10 -0.41 -0.20 -0.09 -0.83 LINEARITY ERROR (dB)

X                

13 GHz INTERCEPT (mV)854 228 277 334 384 432 482 526 572 617 669 716 762 804 851 898 943 Measured Value (mV)

SLOPE (mV/dB) 9.48 -10 -8 1 4 4 7 4 2 0 4 4 3 -3 -3 -3 -6 Error (mV)

-1.06 -0.89 0.12 0.40 0.46 0.74 0.38 0.24 -0.01 0.47 0.43 0.29 -0.28 -0.32 -0.36 -0.61 LINEARITY ERROR (dB)

X                

18 GHz INTERCEPT (mV)850 217 252 312 364 411 458 505 550 604 660 711 760 800 849 898 939 Measured Value (mV)

SLOPE (mV/dB) 9.79 4 -10 1 4 2 0 -2 -6 -1 6 8 8 -1 -1 -1 -9 Error (mV)

0.36 -1.07 0.06 0.37 0.17 -0.03 -0.22 -0.63 -0.11 0.61 0.82 0.82 -0.09 -0.09 -0.08 -0.89 LINEARITY ERROR (dB)
 X               

Flatness +/-dB 0.8 1.5 1.3 1.2 1.2 1.3 1.3 1.5 1.2 0.5 0.3 0.2 0.2 0.1 0.1 0.2
217 252 312 364 411 458 505 550 604 660 711 758 800 849 898 939

232 280 336 386 434 483 529 579 626 669 716 762 804 851 899 943

 

PLANAR MONOLITHICS INDUSTRIES

4921 Robert J. Mathews Parkway, Suite 1
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SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20567/1709 

 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

 

LOGGING CHARACTERISTICS @ 0C 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Simon K.

TEST DATE: 03/27/17

SERIAL NO: PL20567

TEST TEMP: 0C

0.184

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)877 213 269 331 382 431 483 531 579 627 674 729 778 827 875 926 972 Measured Value (mV)

SLOPE (mV/dB) 10 -13 -7 5 6 5 7 4 2 0 -3 2 1 0 -2 -1 -5 Error (mV)

-1.31 -0.72 0.47 0.56 0.46 0.65 0.44 0.23 0.03 -0.28 0.21 0.10 0.00 -0.21 -0.12 -0.52 LINEARITY ERROR (dB)

X                

13 GHz INTERCEPT (mV)883 212 269 332 383 433 486 532 575 626 683 738 787 832 881 931 979 Measured Value (mV)

SLOPE (mV/dB) 10.1 -13 -7 6 6 5 8 3 -5 -4 2 6 5 -1 -2 -3 -6 Error (mV)

-1.30 -0.67 0.55 0.59 0.52 0.76 0.30 -0.46 -0.42 0.21 0.64 0.48 -0.08 -0.24 -0.30 -0.56 LINEARITY ERROR (dB)

X                

18 GHz INTERCEPT (mV)884 199 239 307 362 411 461 512 560 617 684 738 788 831 881 932 978 Measured Value (mV)

SLOPE (mV/dB) 10.5 0 -12 3 5 2 -1 -3 -7 -3 11 13 10 0 -3 -4 -11 Error (mV)

0.04 -1.17 0.29 0.51 0.16 -0.10 -0.26 -0.70 -0.29 1.07 1.19 0.93 0.02 -0.24 -0.40 -1.03 LINEARITY ERROR (dB)
          X      

Flatness +/-dB 0.7 1.5 1.2 1 1.1 1.2 1 0.9 0.5 0.5 0.4 0.5 0.2 0.3 0.3 0.3
199 239 307 362 411 461 512 560 617 674 729 778 827 875 926 972

213 269 332 383 433 486 532 579 627 684 738 788 832 881 932 979
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SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20567/1709 

 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
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LOGGING CHARACTERISTICS @ 60C 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Simon K.

TEST DATE: 03/27/17

SERIAL NO: PL20567

TEST TEMP: +60C

0.222

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)866 240 278 339 392 444 492 540 583 633 675 718 766 815 866 917 956 Measured Value (mV)

SLOPE (mV/dB) 9.56 -5 -15 -2 4 8 8 8 4 6 0 -5 -5 -3 0 3 -6 Error (mV)

-0.53 -1.55 -0.17 0.38 0.82 0.84 0.87 0.37 0.60 0.00 -0.50 -0.48 -0.35 -0.02 0.32 -0.60 LINEARITY ERROR (dB)

 X               

13 GHz INTERCEPT (mV)868 236 273 335 389 440 487 532 575 625 678 726 774 818 866 916 958 Measured Value (mV)

SLOPE (mV/dB) 9.68 -3 -14 -1 5 8 6 3 -3 -1 4 3 3 -2 -2 0 -7 Error (mV)

-0.28 -1.46 -0.06 0.52 0.79 0.65 0.29 -0.26 -0.10 0.38 0.34 0.29 -0.16 -0.20 -0.04 -0.70 LINEARITY ERROR (dB)

 X               

18 GHz INTERCEPT (mV)862 229 253 310 366 416 465 511 555 603 665 720 770 814 864 914 954 Measured Value (mV)

SLOPE (mV/dB) 9.96 14 -11 -4 2 2 1 -2 -8 -10 2 7 8 2 2 2 -7 Error (mV)

1.44 -1.15 -0.42 0.20 0.22 0.14 -0.24 -0.82 -1.00 0.23 0.75 0.77 0.19 0.21 0.23 -0.75 LINEARITY ERROR (dB)
X                

Flatness +/-dB 0.6 1.3 1.5 1.3 1.4 1.4 1.5 1.4 1.5 0.7 0.4 0.4 0.2 0.1 0.2 0.2
229 253 310 366 416 465 511 555 603 665 718 766 814 864 914 954

240 278 339 392 444 492 540 583 633 678 726 774 818 866 917 958
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TSS  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rise/Recovery Time  
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RF output 

 

VSWR @ -20dbm 

 

 




