
 

SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20570/1709 

 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

Customer:  Tested By: JoJo/Simon/Sterling 

SO No: SO16-329-FPS-P-PE-E (Line 002) Temperature: +25°C, 0°C, +60°C  

Model No: SDLVA-2020-70-818 Date: 03/27/17 

Serial No: PL20570/1709 Drawing No: 27631368 Rev: A1 

   
 

 

TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range 8.0 GHz to 18.0 GHz 
8.0 GHz to 18.0 GHz 

See Plot 
 

2 Frequency Flatness ±2.5 dB Max 
±0.6 dB 
See Plot 

 

3 Limited RF Output 0 dBm Min 
 12.44 dBm 

See Plot 
 

4 TSS  -65 dBm Min 
-68 dBm 
See Plot 

 

5 Output Stability 
±2.5 dB Max 

(0°C TO 60°C) 
< ±2.5 dB 
See Plot 

 

6 VSWR 
2.0:1 

(@ -20dBm) 
1.64:1 

See Plot 
 

7 Logging Range -65 dBm to +10 dBm 
-65 dBm to +10 dBm 

See Plot 
 

8 Log Linearity 
±1.75 dB Max 

(-65 dBm TO +10 dBm) 
±1.05 dB 
See Plot 

 

9 Log Slope 
10 mV/dB 

 (±10% Tolerance) 
 9.5 mV/dB  

10 Log Temperature Stability 
±1.75 dB 

 (0°C to 60°C) 
±1.52 dB 
See Plot 

 

11 Rise Time 30 ns Max 
11.90 ns 
See Plot 

 

12 Recovery Time 250 ns Max, 150 ns Typ 
42.47 ns 
See Plot 

 

13 Output Video Load: 50Ω ±10%  Pass  

14 Output Voltage: 1.00 VDC Max 0.975 V  

15 DC Offset unit to unit ±5% Max Less than 5%  

16 Power Supply: 
+15V @ 650mA Max 
-15V @ 175mA Max 

544mA 
92mA 

 

QA/QC Approval:  Date:  
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LOGGING CHARACTERISTICS @+25C 

 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Sterling Thayer

TEST DATE: 03/06/17                                                 

SERIAL NO: PL20570                                                                                                                                                                                                                                                                                                                                                                                                                                        

TEST TEMP: +25C

0.2

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)872 254 306 357 404 452 502 550 593 636 681 723 770 817 869 927 975 Measured Value (mV)

SLOPE (mV/dB) 9.41 -7 -2 2 2 3 6 7 3 -1 -3 -8 -8 -8 -3 8 9 Error (mV)

-0.69 -0.17 0.25 0.24 0.34 0.65 0.75 0.32 -0.11 -0.33 -0.87 -0.87 -0.88 -0.36 0.81 0.90 LINEARITY ERROR (dB)

               X

13 GHz INTERCEPT (mV)873 251 307 357 405 452 502 552 594 636 682 726 772 819 868 925 973 Measured Value (mV)

SLOPE (mV/dB) 9.41 -10 -1 2 3 3 6 9 4 -1 -2 -5 -7 -7 -5 5 6 Error (mV)

-1.05 -0.10 0.22 0.32 0.31 0.62 0.93 0.40 -0.14 -0.26 -0.58 -0.69 -0.70 -0.50 0.56 0.66 LINEARITY ERROR (dB)

X                

18 GHz INTERCEPT (mV)869 246 302 351 397 441 490 540 583 629 677 721 769 816 867 924 969 Measured Value (mV)

SLOPE (mV/dB) 9.5 -6 3 5 3 0 1 4 -1 -2 -2 -5 -5 -5 -2 8 5 Error (mV)

-0.58 0.31 0.48 0.32 -0.05 0.11 0.38 -0.09 -0.25 -0.19 -0.56 -0.51 -0.56 -0.19 0.82 0.56 LINEARITY ERROR (dB)
              X  

Flatness +/-dB 0.4 0.3 0.3 0.4 0.6 0.6 0.6 0.6 0.4 0.3 0.3 0.2 0.2 0.1 0.2 0.3
246 302 351 397 441 490 540 583 629 677 721 769 816 867 924 969

254 307 357 405 452 502 552 594 636 682 726 772 819 869 927 975

 

PLANAR MONOLITHICS INDUSTRIES

4921 Robert J. Mathews Parkway, Suite 1
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SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20570/1709 

 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

LOGGING CHARACTERISTICS @ 0C 

 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Sterling Thayer

TEST DATE: 03/06/17                                                 

SERIAL NO: PL20570                                                                                                                                                                                                                                                                                                                                                                                                                                        

TEST TEMP: 0C

0.194

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)882 254 310 362 410 458 509 561 605 646 688 730 776 823 877 938 987 Measured Value (mV)

SLOPE (mV/dB) 9.5 -11 -2 2 3 3 7 11 8 1 -4 -10 -11 -12 -5 8 10 Error (mV)

-1.13 -0.23 0.24 0.30 0.35 0.72 1.20 0.83 0.15 -0.43 -1.01 -1.17 -1.22 -0.53 0.89 1.05 LINEARITY ERROR (dB)

            X    

13 GHz INTERCEPT (mV)882 252 312 363 411 459 510 564 607 647 689 732 778 824 876 935 983 Measured Value (mV)

SLOPE (mV/dB) 9.47 -14 -2 2 3 3 7 14 9 2 -3 -8 -9 -10 -6 6 7 Error (mV)

-1.52 -0.19 0.20 0.27 0.35 0.73 1.44 0.98 0.21 -0.36 -0.81 -0.95 -1.09 -0.60 0.63 0.71 LINEARITY ERROR (dB)

X                

18 GHz INTERCEPT (mV)883 239 301 354 401 446 497 551 598 643 689 732 778 825 881 937 983 Measured Value (mV)

SLOPE (mV/dB) 9.71 -13 0 5 3 0 2 8 6 3 0 -5 -8 -9 -2 6 3 Error (mV)

-1.34 0.05 0.51 0.35 -0.01 0.25 0.81 0.65 0.29 0.03 -0.54 -0.80 -0.96 -0.19 0.58 0.32 LINEARITY ERROR (dB)
X                

Flatness +/-dB 0.8 0.6 0.5 0.5 0.7 0.7 0.7 0.5 0.2 0.1 0.1 0.1 0.1 0.3 0.2 0.2
239 301 354 401 446 497 551 598 643 688 730 776 823 876 935 983

254 312 363 411 459 510 564 607 647 689 732 778 825 881 938 987
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SUMMARY TEST DATA 
ON 

SDLVA-2020-70-818 

PL20570/1709 
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LOGGING CHARACTERISTICS @ +60C 

 

 

 

 

 

 

 

LOG TRANSFER WITH FREQUENCY

MODEL: SDLVA-2020-70-818               

TESTED BY: Sterling Thayer

TEST DATE: 03/06/17                                                 

SERIAL NO: PL20570                                                                                                                                                                                                                                                                                                                                                                                                                                        

TEST TEMP: +60C

0.195

Frequency

-65 -60 -55 -50 -45 -40 -35 -30 -25 -20 -15 -10 -5 0 5 10 RF Input Power (dBm)

8 GHz INTERCEPT (mV)858 236 285 335 383 429 479 527 567 613 664 711 760 809 859 912 958 Measured Value (mV)

SLOPE (mV/dB) 9.56 -1 0 3 3 1 3 3 -5 -6 -3 -4 -3 -2 1 6 4 Error (mV)

-0.09 0.04 0.27 0.28 0.10 0.32 0.34 -0.47 -0.66 -0.33 -0.42 -0.29 -0.17 0.06 0.60 0.41 LINEARITY ERROR (dB)

        X        

13 GHz INTERCEPT (mV)857 230 282 333 381 426 475 525 565 612 664 712 761 808 857 908 956 Measured Value (mV)

SLOPE (mV/dB) 9.6 -4 0 3 3 1 2 4 -4 -5 -1 -1 0 -1 0 3 3 Error (mV)

-0.37 0.05 0.36 0.36 0.05 0.16 0.37 -0.46 -0.57 -0.15 -0.15 -0.04 -0.14 -0.04 0.28 0.28 LINEARITY ERROR (dB)

        X        

18 GHz INTERCEPT (mV)853 219 269 319 368 411 459 509 551 599 656 705 756 805 856 907 951 Measured Value (mV)

SLOPE (mV/dB) 9.78 2 3 4 4 -2 -3 -1 -8 -9 -1 -1 1 1 3 5 1 Error (mV)

0.20 0.31 0.43 0.44 -0.17 -0.26 -0.14 -0.85 -0.94 -0.11 -0.10 0.11 0.13 0.34 0.56 0.06 LINEARITY ERROR (dB)
        X        

Flatness +/-dB 0.9 0.8 0.8 0.8 0.9 1 0.9 0.8 0.7 0.4 0.4 0.3 0.2 0.2 0.3 0.4
219 269 319 368 411 459 509 551 599 656 705 756 805 856 907 951

236 285 335 383 429 479 527 567 613 664 712 761 809 859 912 958
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TSS  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rise/Recovery Time 
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RF output 

 

VSWR @ -20dbm 

 




