
SUMMARY TEST DATA 

ON 

5DLVA-218-60-70MV-CW 

Tested By: JOHNM Customer: 

SO No: 

Model No: SDLVA-218-60-70MV-CW 

---------------

Serial No: PL20704/1712 

Temper at u re: +25°C, -20° C, +85° C

Date: 03-23-17

Drawing No: 27630921 Rev: A1 
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PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 

Frequency Range 2 GHz-18 GHz 2 GHz to 18 GHz 

Flatness ± 2.0 dB Typ. 
± 1.9 dB 

(See Plots) 

Pulse peak Amplitude loss -50 dBm: No Loss
Pass 

CW Level -40 dBm: 2.0 dB Max.

TSS 
-66 dBm Min.

-66 dBm
For 10 MHz Video Bandwidth 

-60 to O dBm
Log Dynamic Range -60 to O dBm

(See Plots)

Log Slope 70mV/dB Norn. 
70mV/dB Norn 

(See Plots) 

Log Linearity ± 1.5 dB Max. 
± 1.46 dB Max. 

(See Plots) 

DC Offset ± 150mV Typ. 
±50mV 

(See Plots) 

Rise Time 25 ns Max. 23 ns 

Settling Time 
55 ns Max., 90% Output to 50 ns 

± 0.5 dB of Final Value 

Recovery Time 500 ns Max. 250 ns 

VSWR 2.0:1 Max. 
1.64:1 

(See Plot) 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301 )662-5019 Fax: (301 )662-1731 
Email: sales@pmi-rf.com 

QA 

QC 

PM! 

QA3 

PMI 

QA3 

PMI 

QA3 

PMJ 

QA3 

PM! 

QA3 

PM! 

QA3 

PMr 

QA3 

PM1 
0A ') 

PM/ 

QA3

PM/ 

QA3 

PMI 

QA3 

PMI 

QA3 


















