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Customer:  Tested By: E. Kretz 

SO No: SO17-195-AP-P-PE-E (Line 004) Temperature: +25°C  
Model No: APD-2-18G40G-20W-292FF Date: 07/21/17 
Serial No: PL21345/1729 Drawing No: 27632700 Rev: A1 

  
 

TEST. 
  TEM NO PARAMETERS SPECIFIED VALUE TEST 

RESULTS 
QA 
QC 

1 Frequency Range 18.0 GHz To 40.0 GHz 18.0 GHz To 40.0 GHz  

2 Insertion Loss (Above 
3.0 dB) 1.5 dB Max 1.14dB  

3 Isolation 18 dB Min 21dB  

4 VSWR 1.6:1 1.47:1  

5 Amplitude Balance ±0.3 dB  Max +.20dB  

 Phase Balance ±4°  Max -1.17°  

6 Power Handling 20 W CW Max 
3 kW Peak Max 

20 W CW Max 
3 kW Peak Max  

7 Impedance 50 Ω 50 Ω  

 
 
 

 
 
 
 
 
 

 
 
QA/QC Approval: 
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Insertion Loss and VSWR from J1 to J2 

 
 

Insertion Loss and VSWR from J1 to J3 
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Isolation 

 
 

Amplitude Balance 
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Phase Balance 
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