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TEST 
ITEM PARAMETERS SPECIFIED VALUE RESULTS PASS/

FAIL 
QA 
QC 

1 Frequency Range 9 kHz to 30.0 GHz 9 kHz - 30 GHz Pass  

2 Insertion Loss 
9 kHz – 10 GHz 1.1 dB TYP 1.73 dB 

Pass  10 GHz – 20 GHz 1.4 dB TYP 2.49 dB 
20 GHz – 30 GHz 2.0 dB TYP 3.18 dB 

3 Isolation 
(Between J1 & J2/J3) 

9 kHz – 10 GHz 65 dB TYP 59.62 dB 
Pass  10 GHz – 20 GHz 60 dB TYP 50.44 dB 

20 GHz – 30 GHz 60 dB TYP 48.75 dB 

4 Isolation 
(Between J2 & J3) 

9 kHz – 10 GHz 70 dB TYP 57.19 dB 
Pass  10 GHz – 20 GHz 65 dB TYP 49.93 dB 

20 GHz – 30 GHz 60 dB TYP 46.96 dB 

5 Return Loss 
(Between J1 & J2/J3 ON) 

9 kHz – 10 GHz 30 dB TYP 14.37 dB 
Pass  10 GHz – 20 GHz 17 dB TYP 12.77 dB 

20 GHz – 30 GHz 8 dB TYP 13.52 dB 

6 Return Loss 
(J2/J3 OFF) 

9 kHz – 10 GHz 30 dB TYP 21.53 dB 
Pass  10 GHz – 20 GHz 17 dB TYP 12.04 dB 

20 GHz – 30 GHz 8 dB TYP 11.91 dB 

7 Rise & Fall Time 
(10% to 90% RF) 1.0 μs TYP 0.44 & 0.51 μs 

See Typical characteristics Pass  

8 On & Off Time 
(50% Vctl to 90% RF) 1.1 μs TYP 3.441 μs 

See Typical characteristics Pass  

9 RF Settling Time 
50% Vctl to 0.1 dB of RF 6.2 μs TYP 6.2 μs 

See Typical characteristics Pass  
50% Vctl to 0.05 dB of RF 10 μs TYP 10 μs 

See Typical characteristics 
10 P0.1dB 27 dBm TYP dBm 

See Typical characteristics Pass  

11 P1dB 28 dBm TYP dBm 
See Typical characteristics Pass  

12 IP3 52 dBm TYP dBm 
See Typical characteristics Pass  

13 Power Supply 
+3.3 VDC @ 300 μA TO 
+5 VDC @ 600 μA MAX 1 μA Pass  
-2.5 VDC @ 10 μA MAX 1 μA 

 
 
QA/QC Approval: _______________________________   Date: _______________________________________ 
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(J1-J2) Insertion Loss and Return Loss 

 
 

(J1-J2) Isolation and Output Return Loss 
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(J1-J3) Insertion Loss and Return Loss 

 
 

(J1-J3) Isolation and Output Return Loss 
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(J2-J3) Isolation and Output Return Loss 

 
 

(J3-J2) Isolation and Output Return Loss 

 


