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SUMMARY TEST DATA

SDLVA-18G40G-65-CD-292FF-A15

PL21708
Customer: Tested By: J.EMPERADOR
SO No: Temperature: +25°C
Model No: SDLVA-18G40G-65-CD-292FF-A15 Date: 10/31/2017
Serial No: PL21708/1744 Drawing No: 27625393 Rev A2
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
Mi
1 Frequency Range: 18.0 to 40.0GHz 18.0 to 40.0GHz EM
TSS
2 (See Graph #2) -67 dBm Nom. -67.3 dBm
3 Power Handling +10dBm Max. +10dBm Max.
4 Dynamic Range: -63dBm to +2dBm -63dBm to +2dBm
Log Linearity: +1.16 dB
5 @+25C (See Graph #1) ® 1.5dB Ma 1.05 dB
Log Slope:
6 (See Graph #1) 25 mV/dB Nom. 24.3 mV/dB
Frequency Flatness: 1
7 @+25C (See Graph #1) +2.5dB Max. +/-1.40 dB
8 Pulse Width Range: 30ns to CW 30ns to CW
Rise Time: 11ns Max.
¥ (See Graph #3) (8 ns Typ.) 8.59 s
Recovery Time: 60ns Max.
" (See Graph #4) (40 ns Typ.) S04 %
11 Delay Time: 15ns Max. 13.6 ns
Input VSWR: , -
12 (See Graph #5) 2.5:1 Max. 2.40:1
+12V @ 600mA + 340 mA (]
L Powar SUpply 12V @ 250mA 152 mA G
QA/QC Approval: Date: l (! /l A V&

4921 Robert J. Mathews Pkwy Suite 1 Ph: (916)542-1401 Fax: (916)265-2597

Email: sales@pmi-rf.com




SUMMARY TEST DATA

PMI

I ON
\@m;f 74 SDLVA-18G40G-65-CD-292FF-A15
PL21708
Log Transfer vs Frequency @+25C
Graph #1

MODEL: SDLVA-18G40G-65-CD-292FF-A15
SERIAL NO: PL21708
DATE: 10-31-2017
TESTED BY: E.Benson
Test Temp: +25C

GRAPH# 4921 Robert J. Mathews Parkway Suit 1

El Dorado Hills, CA 95762
TEL: 916-542-1401 FAX: 916-265-2597
EMAIL: SALES@PMI-RF.COM

[B3 | 58 | 53 | 48 | 43 | 38 | 33 | 28 | 23 | 18 | 43 | 8 | 3 | 2 | [RFnputPower(dEm) | |

SLOPE (mV/dB) 24.3 ] | 0 | 6 | 43 | -24 | -26| 9 | 22| 6 | 8 | 8 | [Error( MAX MIN
0.52 | 0.16 [ 0.14 | 0.07 | 0.00 | 0.26 | -0.55 | -0.99 [ -1.05] -0.38 | 0.91 | 0.26 | 0.32 | 0.33 | [LUNEARITYERROR({dB) [ | 0981 | -1.05

23.5 GH 1666
SLOPE (mV/dB) 24.8 MAX MIN
0.17 | -0.27 [ -0.28 [ -0.20 | 0. : ; K | [ | o84 | 0.3

INTERCEPT | 1611
SLOPE (mVidB) | 24.1

~ |SLOPE (mividB) | 24.2

[0.45 | -0.52 | -0.27 | -0.01 | 0.24 | 0.62 | 0.26 | 0.39 | 0.56 | 1.02 | -0.42] -0.58 | -0.53 | 0.31

[40GHz _ [INTERCEPT (mV) | 1636|

|SLOPE (mvidB) | 24.2| o] 6 | 2 |40|12] 8 | 2] 28 | 6 | 6 [11] 1 ' | MAX | MIN
0.10 | -0.11 | 0.01 | 0.26 | 0.09 | -0.40 | -0.49 | -0.32 | 0.09 | 1.16 | 0.25 | -0.25 [ -0.45 | 0.04 | |LINEARITY ERROR (dB) 1.16 0.49
Flatness +/- dB 0.80 | 0.90 | 0.90 | 0.90 | 0.80 | 1.00 | 0.80 | 1.10 | 1.20 | 1.40 | 1.20 | 1.20 | 1.20 | 1.00
Max Video Output Volis 013 | 0.24 | 0.37 | 0.50 [ 0.62 | 0.75 | 0.87 | 0.99 | 1.12 | 1.25 | 1.35 | 1.47 [ 1.59 [ 1.71
Min Video Output Volis 0.09] 020 [0.33] 045 [ 059 [ 0.71 [ 0.83 | 0.94 [1.06 | 1.18 [ 1.30 | 1.41 [ 1.53 [ 1.66
|Nominal Log Slope mVidB | 24.3 |
|Log Slope Varaition: £ mV/dB | 0.37 |
Video Output @ 63dBm
Me Spec.
Min(mV)= 89 65
Max(mV)= 126 280
Video Oulput @ =+2dBm
Measured Spec.
Min(mV)= 1658 1476
Max(mV)= 1708 1940

4921 Robert J. Mathews Pkwy Suite 1 Ph: (916)542-1401 Fax: (916)265-2597
Email: sales@pmi-rf.com
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SUMMARY TEST DATA
ON
SDLVA-18G40G-65-CD-292FF-A15

Log Transfer vs Frequency @+25C

Graph #1 (cont.)

PL21708

MODEL: SDLVA-18G40G-65-CD-292FF-A15
SERIAL NO: PL21708

DATE: 10-31-2017

TESTED BY: E.Benson

Test Temp: +25C

Linearity Error VS Input Power

-63 -58 -53 -48

-43 -38 33 -28 23 -18
INPUT POWER (dBm)

=18 GHz
==235GHz
=29 GHz
=345 GHz
) GHZ

Email: sales@pmi-rf.com
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SUMMARY TEST DATA
ON

\@ 7NN _717. 17 SDLVA-18G40G-65-CD-292FF-A15

Rise Time 8.69ns @+25C & +2dBm
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SUMMARY TEST DATA
ON

" SDLVA-18G40G-65-CD-292FF-A15
fAA A

Recovery Time 50.01ns @+25C & +2dBm
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1/ SDLVA-18G40G-65-CD-292FF-A15

PL21708

VSWR 2.40 @+25C & -20dBm
Graph #5
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