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SUMMARY TEST DATA
PMI iy ON
\@ E ;\@ha ;f 17 TD-30T-0418-MH
PL21864/1748
Customer: Tested By: L. McGraw
SO No: Temperature: +25°C
Model No: TD-30T-0418-MH Date: 11/29/117
Serial No: PL21864/1748 Drawing No: 27620103 Rev: A1
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency: 0.4 to 18.0 GHz 0.4 to 18.0 GHz g
. 2.5:1 Max. 2.0:1
£ VBV 2.0:1 Typ. (See Plot)
3 Dynamic Range: -18dBm to +5dBm Min. -18dBm to +5dBm dBm
) +2.0 dB Max.
4 Input Flatness: 1.0 dB Typ. +1.0 dB Typ.
- 100 nSec Max.
5 Response Time: 50 nSec Typ. 30.2 nSec
6 Power Supply: +7V to +15V @ 100mA Max. 24mA @ +12V g :"2'

Resistor vs. Threshold Level Table

Resistor Value Threshold Level
(Q) (dBm)
1.2K Q 0 dBm
76.5 Q -18 dBm
)
A% pate:

QA/QC Approval: W

u/;zq/7
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