SUMMARY TEST DATA

PMI ON
AT TD-30T-218-FC-HS
Customer: Tested By: E. Kretz
SO No: Temperature: 25 Degrees C
Model No: TD-30T-218-FC-HS Date: 9/17/2018
Serial Pair: PL23394/1835 Drawing No: 27608696 REV: B1
TEST. QA
PARAMETER SPECIFIED VALUE Test Results
ITEM NO " . Qc
1 Frequency Range: 2.0 - 18.0 GHz Min. 2.0 - 18.0 GHz %‘:‘1
. 3.0:1 Max 2.9:1
3 VR (@ -20 dBm) See Plot
3 Dynamic Range: -20 dBm to -10 dBm Min Pass
P Resistor Value: @ -20 dBm 104 Ohm
(For Reference) @ -10 dBm 296 Ohm
5 Threshold Variation + 2.0 dB Max <2dB
Frequency: (Input Flatness) See Typical Characteristics
i i <100 ns
6 Propagation Delay: (On) 100 ns Max See Typical Characteristics
. i <100 ns
7 Propagation Delay: (Off) 100 ns Max See Typical Characteristics
. 100 mA Max el
8 DC Power +12V: (No Load) 36 mA A
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/7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




