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TEST 
PARAMETERS SPECIFIED VALUE TEST RESULTS 

QA 
ITEM NO. QC 

1 Frequency Range: 0.5 to 2.0 GHz 0.5 to 2.0 GHz 1141,
o.., 

0.29 dB 
I 2 Insertion Loss: s0.5 dB See Plot 

Input s1 .25:1 1.14:1 

3 VSWR: 1.08:1 Output s1.20:1 See Plot 

4 Isolation: 20 dB Min.
24.41 dB 

See Plot 

5 Amplitude Balance: S±0.2 dB 0.05 dB 

See Plot 

6 Phase Balance: s±2° 0.6
° 

See Plot 

7 Power Handling: Forward :S30 W See Typical Characteristics Reversed s1 W

8 Impedance: 500 See Typical Characteristics PMI 
QA2 
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SUMMARY TEST DATA 

ON 

APD-2-500M2G-SFF-30W 

Insertion Loss 

0.75 1.25 1.S 1.7S 

Frequency (GHz) 

VSWR 

0.7S 1.25 l.S 1.75 

Frequency (GHz) 

Isolation 

0,75 1.25 1.5 

Frequency (GHz) 
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SUMMARY TEST DATA 

ON 
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Amplitude Balance 
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