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SUMMARY TEST DATA

SDLVA-18G40G-65-CD-292FF-A15

PL23637
Customer: Tested By: E.BENSON
SO No: Temperature: +25°C
Model No: SDLVA-18G40G-65-CD-292FF-A15 Date: 11/12/2018
Serial No: PL23637/1846 Drawing No: 27625393 Rev A2
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range: 18.0 to 40.0GHz 18.0 to 40.0GHz ;‘:
TSS
2 (See Graph #2) -67 dBm Nom. -67.5 dBm
3 Power Handling +10dBm Max. +10dBm Max.
4 Dynamic Range: -63dBm to +2dBm -63dBm to +2dBm
Log Linearity: +1.47 dB
& @+25C (See Graph #1) 3 Taq8 Mex -1.29 dB
Log Slope:
6 (See Graph #1) 25 mV/dB Nom. 25.2 mV/dB
Frequency Flatness:
7 @+25C (See Graph #1) +2.5dB Max. +/-2.10 dB
8 Pulse Width Range: 30ns to CW 30ns to CW
Rise Time: 11ns Max.
g (See Graph #3) (8 ns Typ.) a——
Recovery Time: 60ns Max.
10 (See Graph #4) (40 ns Typ.) -
11 Delay Time: 15ns Max. 13.49ns
Input VSWR: ! )
12 (See Graph #5) 2.5:1 Max. 2.219:1
+12V @ 600mA +331 mA PMI
L Power Supply 12V @ 250mA 162 mA QA2

QA/QC Approval: “’/C ,V‘,'Z J/WJ QU2

PM

Date: 1/ /7 ‘;///-\:F'

4921 Robert J. Mathews Pkwy Suite 1 Ph: (916)542-1401 Fax: (916)265-2597
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Log Transfer vs Frequency @+25C

Graph #1
MODEL: SDLVA-18G40G-65-CD-292FF-A15
SERIAL NO: PL23637
DATE: 11-12-2018
TESTED BY: E.Benson
Test Temp: +25C
GRAPH #1

PL23637

PLANAR MONOLITHICS INDUSTRIES
4921 Robert J. Mathews Parkway Suit 1
El Dorado Hills, CA 95762
TEL: 916-542-1401 FAX: 916-265-2597

EMAIL: SALES@PMI-RF.COM

[ 63 ] 58 [ 53 [ 48 [ 43 [ 38 [ 33 [ 28 [ 23 [ 18 [ 13 [ 8 [ 3 ]|

2

| [RF Input Power (dBm)

Frequency
18 GHz _[INTERCEPT (mV) [1716]

[SLOPE (mvidB) [ 249] [ | 47 | -9 3 26 | 30 [ A 9 6 7 12 [ 9 [ 9| 7 Error (mV) MAX MIN
[-0.46 | -0.67 [-0.37 [ 0.10 | 1.05 [ 1.20 [ -0.02 | -0.36 [ -0.25| 0.30 | 0.48 | -0.37[-0.35[-0.28 | [LINEARITYERROR(dB) [ [ 1.20 0.67
- INTERCEPT (mV) [1693]
SLOPE (mV/dB) | 25.1] Error (mV) MAX MIN
0.06 | -0.41 [-020 ] 017 [ 0.78 [ 1.47 | 0.07 | -0.65 [ -1.00 | -1.23 [ 0.18 | 0.39 | 0.32 [ 0.30 | [LINEARITYERROR (dB) [ | 147 -1.23
INTERCEPT (mV) [1732]
SLOPE (mV/dB) | 25.5]| Error (mV) MAX MIN
0.30 [ 044 |-0.23 | 0.06 | 0.67 | 1.20 | 0.00 | -0.41 [ -0.51 | -0.33 | 0.59 | 0.09 [-0.08 [-0.30 | [LINEARITYERROR (dB) [ | 1.20 -0.51
INTERCEPT (mV) [1737]
SLOPE (mv/idB) | 26| Error (mV) MAX MIN
0.35] 0.05 [ 014 | 022 | 0.35 [ 0.12 [ 1.29 [ 1.21 [ -0.62| 0.24 [ 144 | 052 | 0.07 [-0.38 | [LINEARITYERROR (dB) [ | 1.44 -1.29
40 GHz _[INTERCEPT (mV) [1734]
[SLOPE (mvidB) [ 244 [27 | 22 | 12 | 5 31 | 24 | 12 9 11 [ 21 8 | 47 | 45 [ 43 | [Error (mV) MAX MIN
[110] -0.89 [-0.48 | 0.22 [ 1.29 [ 1.00 [ 0.51 | 0.39 [ 0.47 | 0.84 | -0.35]-0.71[-0.63 [ -0.55 | [LINEARITYERROR(dB) [ | 1.29 1.10

Video Output @ =+2dBm

Measured Spec.
Min(mV)= 1751 1476
Max(mV)= 1779 1940

Flat +-dB 1.20 [ 1.40 | 1.40 | 1.50 | 1.70 | 1.50 | 1.90 | 1.70 [ 1.90 | 2.10 | 1.30 | 0.80 | 0.70 | 0.60

Max Video Output Volts 0.17 | 0.30 | 043 | 0.57 | 0.72 | 0.83 | 0.94 | 1.06 | 1.18 [ 1.32 | 1.44 | 1.54 | 1.66 | 1.78

Min Video Output Volts 011 0.23 [ 0.36 | 049 | 0.63 | 0.75 | 0.85 | 0.97 | 1.09 | 1.21 | 1.37 | 1.50 [ 1.63 | 1.75
[Nominal Log Slope mv/dB [25.2]
|Log Slope Varaition: * mV/dB [ 0.78 |

Video Output @ -63dBm

Measured Spec.
Min(mV)= 108 65
Max(mV)= 170 280
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Log Transfer vs Frequency @+25C
Graph #1 (cont.)
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SUMMARY TEST DATA
PMI ON
A 1 A # 1/ SDLVA-18G40G-65-CD-292FF-A15

PL23637
TSS-67.5 dBm @+25C

Graph #2
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SDLVA-18G40G-65-CD-292FF-A15

PL23637

Rise Time 9.048ns @+25C & +2dBm

Graph#3
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PMI ON
A ; ~ # 1/ SDLVA-18G40G-65-CD-292FF-A15

PL23637

Recovery Time 57.26ns @+25C & +2dBm

Graph#4
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SUMMARY TEST DATA
PMI3 ON
A 1 A # 1/ SDLVA-18G40G-65-CD-292FF-A15

VSWR 2.219 @+25C & -20dBm
Graph #5

PL23637

File View Channel Sweep Calibration Trace Scale Marker System Window Help

Stimulus Stat [[12000000000GHz ] st ISR

28.12000

Stop 40.0000 GHz

Contt. CH1. BN | C* 2Port Smooth=5.47% Loss

LCL
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