
SUMMARY TEST DATA 

ON 

PEC-30-500M40G-20-12-292FF 

Custom er: 
SO No: 

PL26648/l 940 

Tested By: JERRY WADE 
Temp erature: +25°C 

--------------

Date: 09/30/19 Model No: PEC-30-500M40G-20-12-292FF 
Serial No: PL2 6 64 8/1940 Drawing _No: _2_7_63_2_8 _62 ____ Rev: _A_1  ___ _ 

TEST. 
PARAMETERS SPECIFIED VALUE 

ITEM NO 

1 Frequency Range 0.5 GHz - 40 GHz 

2 Gain 30 dB Typ 

3 Gain Flatness ±2.5 dB Typ 

4 *Noise Figure 5.5 dB Typ 

5 OP1dB 
+19 dBm Typ 0.5-18 GHz
+17 dBm Typ 18-40 GHz

+23 dBm Typ 0.5 TO 18.0 GHz
6 PSAT 

+20 dBm Typ 18.0 TO 40.0 GHz

7 Input Power Handling +17 dBm CW Max

8 VSWR In 2.0:1 Max 

9 VSWR Out 2.5:1 Max 

10 DC Voltage Supply +12 to +15 voe

11 DC Current Draw 350 mA Nominal 

*Up To 20 GHz

PMI 
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TEST 

RESULTS 

0.5 GHz - 40 GHz 
See Plot 

21.57dB Min 

26.10 dB Max 

See Plot 

± 2.26 dB

4.29 dB 

See Plot 

+18.60 dBm @ 18 GHz

+13.80 dBm @ 40 GHz

22.51 dBm 

19.71 dBm 

+17 dBm

See Typical 

Characteristics 

1.99:1 

1.70:1 

+ 12 to 15 VDC

222 mA 
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