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TEST 
PARAMETERS 

SPECIFIED 

ITEM NO: VALUE 

1 Frequency Range 10 MHz to 18.0 GHz 

20WCWMAX 

1 KW PEAK MAX @ (:1/ 

RF Power Handling 
µs PULSE WIDTH, 1% 

2 
(@ -55 to +85°C} 

DUTY CYCLE ) 
100W PEAK (10 µs 
PULSE WIDTH, 10% 

DUTY CYCLE ) 

3 Insertion Loss 
2.0 dB MAX@ -10 

dBm INPUT POWER 

4 Recovery Time (3dB) 
250 ns MAX @ 1000 W 

PEAK POWER 

5 Leakage Power +17 dBm MAX

6 Impedance 500 

7 VSWR 
2.0:1 MAX @ -10 dBm 

INPUT POWER 

+5 dBm Min.
8 Limiting Threshold 

(ldB Compression) 
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MEASURED 

VALUE 

10 MHz to 18.0 GHz 

Pass by Design 

1.65 dB 

(See Plot) 

224 ns 

(See Typical 

Characteristics) 

15.5 dBM 

(See Typical 

Characteristics) 

Pass 

1.97:1 

(See Plot) 

4 dB 

(See Plot) 

REV: Al 

REMARKS 

QA/QC 
PM/ 

QA1 

PMI 

QAt 
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