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TEST. 
PARAMETERS SPECIFIED VALUE 

ITEM NO 

1 Frequency Range 2.0 to 18.0 GHz 

2 Insertion Loss 3.0 dB Max 

3 Isolation 55 dB Min 

4 **VSWR 2.0:1 Max 

Input Power 
+23 dBm CW Max (Oper.)

5 +27 dBm CW Max (Surv.)

6 *Switching Speed
50 ns Max 

7 Switching Rate PRF 5MHz 

8 Video Leakage 
50 mV Peak To Peak Max 

Measured @ 300 MHz BW 

TTL "O"-+ (Insertion Loss) 
9 ***Control (2 Lines) 

TTL "1" + (Isolation) 

10 DC Supply 
+5 VDC@80 mA
-12 voe@ 80 mA

*Ton = 50% TTL to 90% RF / T off = 50% TTL to 10% RF 
**STABILITY= Unconditional Under Any lnpuVOutput VSWR Load 
••• TTL"0" = 1.6 mA Max Sink @ 0.4 V / TTL"1" = 40 µA Max @ 2.4 V 

QA/QC Approval: 

TEST 

RESULTS 

2.0 to 18.0 GHz 

2.9 dB 

53 dB 

1.72:1 

See Typical 
Characteristics 

40 ns 

See Typical 
Characteristics 

See Typical 
Characteristics 

TTL "O" + (Insertion Loss) 

TTL "1" + (Isolation) 

14 mA@+5 VDC 
68 mA@-12 VDC 
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