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Model No: P8T-500M40G-50-T-55-SFF 
Serial No: PL29198/2023 

Date: 06/04/20 
Drawing No: 27614824 Rev: A1 

-------- ------

TEST. 
PARAMETERS SPECIFIED VALUE 

TEST 

ITEM NO RESULTS 

1 Frequency Range: 0.5-40 GHz 0.5-40 GHz 

2 Insertion Loss: 10 dB Max. 8.10dB 
See Plot 

3 Isolation: 50 dB Min. 70.79dB 
See Plot 

Input 2.62:1 
4 VSWR : In/Out 3.0:1 Typ. Output 2.77:1 

See Plot 
5 Switching Speed: 50 ns Typ. 

See Typical 
Characteristics 

6 Input Power: +20dBm CW Max.
+20d8m CW

Pass 

7 DC Supply: 
+5VDC @ 70 mA Typ 61mA 
-5VDC @ 20 mA Typ 19mA 

EIGHT LINE TTL: 
"O" ISOLATION 

"1" INSERTION LOSS 
E1: J1-J2 
E2: J1-J3 

8 Control Signal: E3: J1-J4 Pass 
E4: J1-J5 
E5: J1-J6 
E6: J1-J7 
E7: J1-J8 
EB: J1-J9 
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