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SUMMARY TEST DATA 

ON 

TD-30T-SHS-218-AMP-OPT4G4D56-40DBM 

Tested By: J. Emperador
Temperature: +25°C 

TD-30T-SHS-218-AMP-OPT4G4D5G- Date: 06/16/2020
40DBM 

PL29338/2025 Drawing No: 27631980 Rev:

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 

Frequency Range: 4 GHz - 4.5 GHz 4 GHz - 4.5 GHz

Fixed Threshold Level: -40 dBm± 2 dB - 38 dBm

Operating Input Power 
-35 TO -15 dBm -35 TO -15 dBm

Level: 

Absolute Max Input Power 
+10 dBm +10 dBm

Level: 

Output Pulse Width 
Compared to Input Pulse 

± 20 ns 17.3 ns
Width (20 ns TO CW) Over 

OperatinQ Input Power: 

Propagation Delay from 50% 
Monitor Output: 

RF Input To 50% Logic 
10 ns Typ 15 ns

When Input -35, -25, -15 
20 ns Max 

dBm: 

DC Supply (No Load): 
+12V@ 275 mA MAX +12V@ 107 mA
-12V@ 120 mA MAX -12V@24 mA
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