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SUMMARY TEST DATA

TD-30T-SHS-218-8G12G-PECL

Customer: Tested By: C. Ertter
SO No: Temperature: 25 Degrees C
Model No: TD-30T-SHS-218-8G12G-PECL Date: 8/24/2020
Serial Pair: PL30029/2034 Drawing No: 27622843 REV: A2
TEST. s
PARAMETERS SPECIFIED VALUE Test Resul
ITEM NO e Qc
: 2to 18 GHz 2to 18 GHz L]
L FrequeTicy hangs (Optimized 8 - 12 GHz) (Optimized 8 - 12 GHz) QA2
. : & 3:1
2 VSWR: 3.0:1 Max. @ -20 dBm SeePlot
3 Minimum Signal -20dBm @ 2.0 GHz -19.4 dBm @ 2 GHz
Level for Logic 1: -17 dBm @ 18.0 GHz -19dBm @ 18 GHz
Threshold Variation +0.5dB
4 over Frequency: (Any 1 GHz Window) e
Minimum Signal
’ Level for Logic O: S 202 4Em
6 Dynamic Range: +10 dBm Max. +10 dBm
14 Output Logic: LVPECL Compatible Pass
Propagation Delay:
2 oRHouTal- 0 RS SeeT Ic:l :::sh::acterlstlcs
input of +10 dBm yp
Propagation Delay:
. e BR00an SRS See T ic:l Lsh:facterlstlcs
input of -20 dBm yp
' +15VDC @ 100 mA Max. 90 mA PMI
i s o -15VDC @ 100 mA Max. 40 mA QA2

VSWR

3
W
7 -]

10
Frequency (GHz)

14 16

18

QA/QC Approvali/%é_ gr %W%‘/

Date: o225 Zozo

¥ 7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

Email: sales@pmi-rf.com



afitzwater
Rectangle


