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SUMMARY TEST DATA

PE2-8R018R0-3R5-22-12-SFF

Customer: Tested By: JERRY WADE
SO No: Temperature: 25°C
Model No: PE2-8R018R0-3R5-22-12-SFF Date: 12/1/2020
Serial No: PL30720/2049 Drawing No: 27623604 REV: A2
TEST. QA
PARAMETERS SPECIFIED VALUE Test Results
ITEMNO QC
| Frequency Range: 8.0 GHz - 18.0 GHz 8.0 GHz - 18.0 GHz QA3'
33.83dB Typ.
2 Gain: 30 dB Typ. 33.06 dB Min. ‘
See Plot"
. ) 0.77 dB
3 Gain Flatness: +1.5 dB Max. See Plot”
. . ) 4.3dB
4 Noise Figure: 3.5dB Typ. See Plot"
. . 19.51 dBm
5 OP1dB: +18.5 dBm Min. See Plot"
] 1.46:1 In
6 (In \(J?/VC\)/& ut) 2.0:1 Max. 1.70:1 Out
P P See Plot"
- DC Sunoly: +12 Vto +15VDC +12V to +15 VDC FMl
R @ 325 mA Max. @ 274 mA QA3
Date: 2~ 5'202‘9

QA/QC Approval: %7}%;54’/247/771,647{?24/47
EA
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SUMMARY TEST DATA
ON PL30720/2049
PE2-8R018R0-3R5-22-12-SFF

GAIN & VSWR

File View Channel Sweep Cafibration Trace Scale Marker System Window Help

Stimulus Stop [18.000000000GHz [  stet VSRR

700 |nEmEE T 114900000 GHz 14667 | |
1: |10.800000 GH:  34.5194B
6 00 =2 17550000 GHe 3.054 B |
: 1. 18000000 GHe 1.7080
55.00 i
LY. i
¥ i il o WP |
5400 e L L —— = |
\\"W’———fﬂ‘- 2/_;\ '
33.00 D !
|
52.00
51.00
il
30,00 ‘
29.00 1
03 .00 ;
e e | N LT e e -~ '
7 .00 " | | T —
Stop 18.0000 GHz ‘H

Smooth=1.49% LCL

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




SUMMARY TEST DATA
ON PL30720/2049

W\ PE2-8R018R0-3R5-22-12-SFF

NOISE FIGURE

Agilent 16:55:42 Jul 1@, 32@

1dB Compression vs Frequency

SERIAL NO: PL30720 MODEL: PE2-30-8R018R0-3R5-22-12-SFF  Test Temp: 25C DATE: 11-9-20
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