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SUMMARY TEST DATA
ON

SDLVA-250M6G-CD-1-12V

PL30747/2049
Customer: _ Tested By: Glen G.
SO No: _ Temperature: +25°C
Model No: SDLVA-250M6G-CD-1-12V Date: 11/30/20
Serial No: PL30747/2049 Drawing No: 27636101 Rev: A1
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS 953,_
1 Frequency Range: 250 MHz to 6 GHZ 250 MHz to 6 GHZ QA3
2 Pulse Range: 30 ns to CW 30 ns to CW
3 Input Power: +17 dBm CW Max. +17 dBm CW Max.
4 Flatness: + 2.0 dB Max. +1.3dB
. ; +1.3dB
5 Log Linearity + 2.5 dB Max. (See Plot)
6 Log Range: -70 to 0 dBm -70 to 0 dBm
25 mV/dB Typ. (x5%) 25.5 mV/dB
L Lag Slape 50 O Load (See Plot)
g ; 12751
8 VSWR: 2.0:1 Max. (See Plot)
9 RF Gain: 55 dB Typ. 60.6 dB
L >+5 dBm for 11.1 dBm
e R Limiing: -45 to 0 dBm Input Power (See Plot)
1 Rise Time: 10 ns Max. 6.9 ns
12 Recovery Time: 60 ns Max. 23.7 ns
: -73 dBm
13 TSS: -73 dBm Typ. (See Plot)
. +15VDC @ 350 mA 270 mA . PM,
L gadei o -15VDC @ 180 mA 100 mA iAG
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SUMMARY TEST DATA
ON
SDLVA-250M6G-CD-1-12V

PL30747/2049

LOG SLOPE / LINEARITY PLOTS

TESTED BY: Glen G.

DATE : 117242020
SERIAL NO - PL30747

LOG TRANSFER WITH FREQUENCY @25 °C
HODEL: SDLVA-250M6G-CD-1-12V

HODEL: EWDR-2G5G-65-70MV-1

PLANAR HONOLITHICS INDUSTRIES
4621 Robert J. Hathews Parkway Suite 1
El Doradio Hills, CA 95762
Phone 916-5642-1401 Fax 301-662-1731
WEB: WWW.PHIRF.COM

Frequency 70 [ 65 | 60 | 55 [ -50 | 45 [ 40 | -35 [ 30 | 25 | 20 | 45 | 40 | 5 [ O RF InputPower (dBm)
025 GH{INTERCEPT (mV) [2102] ([ A579 [ 1722 | 1864 | 1986 | 2089 | [Measured Value (mv) |
[SLOPE (mviiB) [ 26| 2 [ 11 [ 23 | 14 | 48
0.07 | 042 | 087 | 0.56 | 0.49 123
[SLOPE (mvidB) [243] [[27 [ 8 | &
| 110 Joa33

[SLOPE (mVidB) | 255]

[348 T 450 T 578 [ 708 [ 820 [ 936 [ 1056 | 1191 1315 [ 1443 [ 1578 [ 17251871 [ 1998 | 2111 |

0.28 | 038 | 023 )|-068| 098 | -0.69 [-0.83 | 0.81
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