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SUMMARY TEST DATA

ON

SDLVA-250M6G-CD-1-12V

PL31039/2103
Customer: _ Tested By: _J. Wade
SO No: Temperature: +25°C
Model No: SDLVA-250M6G-CD-1-12V Date: 01/08/20
Serial No: PL31039/2103 Drawing No: 27636101 Rev: A1
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range: 250 MHz to 6 GHZ 250 MHz to 6 GHZ gzg
2 Pulse Range: 30 ns to CW 30 ns to CW
3 Input Power: +17 dBm CW Max. +17 dBm CW Max.
4 Flatness: + 2.0 dB Max. +1.2dB
5 Log Linearity + 2.5 dB Max. +1.41dB
(See Plot)
6 Log Range: -70to 0 dBm -70 to 0 dBm
0,
7 Log Slope 2BMVIGR Tip. (2a%) 24.2 mV/dB
50 Q Load
(See Plot)
8 VSWR: 2.0:1 Max. 1.86 :1
(See Plot)
9 RF Gain: 55 dB Typ. 57 dB
= >+5 dBm for 11.7 dBm
19 R~ Limiting: -45 to 0 dBm Input Power (See Plot)
1 Rise Time: 10 ns Max. 8.1 ns
12 Recovery Time: 60 ns Max. 27 ns
13 TSS: -73 dBm Typ. -72 dBm
(See Plot)
14 DC Supply: +12VDC @ 350 mA 230 mA P
ki -12VDC @ 180 mA 100 mA QA3
[-25-2]|

QA/QC Approval: W%W4VW’I,
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