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NG 7 SDLVA-250M6G-CD-1-12V
PL31171/2103
Customer: _ Tested By: J. Boze
SO No: _ Temperature: +25°C
Model No: SDLVA-250M6G-CD-1-12V Date: 1/13/21
Serial No: PL31171/2103 Drawing No: 27636101 Rev: A1
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS | gC
1 Frequency Range: 250 MHz to 6 GHZ 250 MHz to 6 GHZ 43
2 Pulse Range: 30 ns to CW 30 ns to CW \
3 Input Power: +17 dBm CW Max. +17 dBm CW Max. \
4 Flatness: + 2.0 dB Max. +0.9dB
. . +1.0dB
5 Log Linearity + 2.5 dB Max. (See Plot)
6 Log Range: -70 to 0 dBm -70 to 0 dBm
25 mV/dB Typ. (£5%) 24.0 mV/dB
i kog Siops 50 Q Load (See Plot)
. . 1.79:1
8 VSWR: 2.0:1 Max. (See Plot)
9 RF Gain: 55 dB Typ. 58.9 dB
= = >+5 dBm for 11.8 dBm
10 R Limitig: -45 to 0 dBm Input Power (See Plot)
11 Rise Time: 10 ns Max. 5.6 ns
12 Recovery Time: 60 ns Max. 242 ns
) -73 dBm
13 TSS: -73 dBm Typ. (See Plot)
, +15VDC @ 350 mA 220 mA Py
L DG Suppty: 15VDC @ 180 mA 100 mA S
QA/QC Approval: &b %/Z//y/%?ZéV%ﬁM Date: [-15-20 Z,
</
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LOG SLOPE / LINEARITY PLOTS

PL31171/2103

MODEL: SDLVA-250M18G-CD-1-12V
SERIAL NO: PL31171

DATE: 01-12-21

TESTED BY: J. Boze

Test Temp: 25C
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