
SUMMARY TEST DATA 

ON 

P4T-SOOM lSG-80-T-SFF-I N D-1 

PL32186/2117 

TESTED BY: Bryan K. 
-----------------

CUSTOMER:  

SO: 

MODEL NO: P4T-500M18G-80-T-SFF-IND-1 

SERIAL NO: PL32186/2117 

TEST 

ITEM NO: 
PARAMETERS 

1 Frequency Range 

2 Insertion Loss 

3 Isolation 

4 VSWR 

5 Switching Speed 

6 Input Power 

7 Survival Power 

8 Control 

9 Power Supply 

TEMPER AT URE: +25°C 
--------------

DATE: 5/7/2021 

DRAWING NO: 27624548 REV: Al 

SPECIFIED MEASURED REMARKS 

VALUE VALUE QA/QC 

500 MHz to 18 GHz 500 MHz to 18 GHz 
PMI 
QA2 

3.75 dB MAX. 
3.57 dB 

(See Plot) 

80 dB Typ 
81.24 dB 

(See Plot) 

2.0:1 Max 
1.92:1 

(See Plot) 

50% TTL to 10%/90% RF See Typical 

25ns Typ Characteristics 

+20dBm CW PASS 

+23 dBm CW PASS 

Individual TTL Control 

"0" = Low Loss & "1" = PASS 

Isolation 

+5V @ 200 mA Max +5V@ 130mA PMI 

-5V @ 100 mA Max -5V@ lO0mA
QA2 
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