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SUMMARY TEST DATA ON THRESHOLD DETECTOR

Customer: Tested By: J. Emperador
Job No: : Temperature: +25°C
Model No: TD-0140-CD-SFF Date: 05/03/21

Serial No: PL32233/2121

ITEM SPECIFIED ASURED
TEST PARAMETERS IF MEAS REMARKS
NO. VALUE VALUE QA/QC
PMI
1 Frequency Range 0.1 GHz TO 4 GHz 0.1 GHz TO 4 GHz QA3
2 VSWR 2.6:1 Typ. @ -20 dBm 2.26:1
3 Threshold Adjust -20 dBm to 0 dBm -20 dBm to 0 dBm
4 Threshold Variation +0.75 dB (max.) Pass
Over Frequency
Temperature .
5 \arlation 1 dB Typical Pass
Propagation Delay On Off
From 50%of RF
6 To50% TTL @ 10 nS Typical
10 dBm, 3 dB Pass | Pass
Above Threshold
7 Threshold Setting 0 to 5 Volts 0.9t0 4.6V
Voltage
8 DC Supply: 100 mA @ +5 VDC Max | 50mA @+5VDCMax PM)

100 mA @ -5 VDC Max | 60mA @-5VDCMax QA3
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Model Number: TD-0140-CD-SFF
Serial Number: PL32233 Temperature: +25C
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