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Model No: PDVAN-8018-60-8

Serial No: PL33848/2136

ON

PDVAN-8018-60-8

Tested By: K. Mansfield

Date: Tuesday, January 4, 2022

Temperature: +25°C

Drawing No: 27618149 Rev: A2
L PARAMETERS SPECIFIED VALUE MEASURED VALUE QA
ITEM NO QcC
. PMI
1 Frequency Range: 8 GHz to 18 GHz 8 GHz to 18 GHz QA1
2 Mean Attenuation Range: 60 dB 64 dB
3 LSB: 0.25 dB 0.18 dB
; . 2.8dB
4 Insertion Loss: 3.7 dB Max. See Plot J
. . 1.9:1
5 VSWR: 2.0:1 Max. See Plot
—_ +25 dBm CW Min (Operating)
¢ PowerRating: +30 dBm CW Max (Survival) Pags
+
10808 @ 10dB Atenuaton | 10298@ 1048
. . +1.1 dB @ 20 dB Attenuation =
7 Attenuation Flatness: . +1.3dB@ 40 dB
+1.5 dB @ 40 dB Attenuation +4.24 dB @ 60 dB
+1.6 dB @ 60 dB Attenuation o @
See Plot
o ] 2 ps
8 Sylitiria Spagd: 500175 Meiz. See Typical Characteristics
9 Digital Control: 8 Bit Binary TTL Pass
10 Input Tracking: Monotonic Pass
. +12 to +15VDC @ 150mA Max. +12 VDC @ 40 mA PMI
B DC'SUpRiY: -12 t0 -15VDC @ 75mA Max. -12VDC @ 0 mA QA1
. . Accuracy of Flatness
Programed Attenuation Attenuation Attenuation dB
dB dB dB +dB
0.25 0.18 0.07 0.02
10.00 10.50 -0.50 0.42
20.00 20.57 -0.57 0.84
30.00 30.63 -0.63 1.17
40.00 40.98 -0.98 1.30
50.00 51.45 -1.45 1.53
60.00 60.94 -0.94 4.24
63.75 64.18 -0.43 6.35
Pl
QA/QC Approval: / oMt Date: l/lo/a 2
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