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PARAMETERS SPECIFIED VALUE TEST RESULTS 

Frequency Range: 12 to 18 GHz 12 to 18 GHz 

Insertion Loss: 2.5 dB Typ, 2.75 dB Max. 
1.62 dB 

See Plot 

Isolation: 60 dB Min. 
71 dB 

See Plot 

In 1.74:1 
VSWR: 2.0:1 Max. Out 1.77 :1 

See Plot 

Rise Time: 75 ns Typ. 4.8 ns 
See Typical Characteristics 

Fall Time: 25 ns Typ. 4.2 ns 
See Typical Characteristics 

Delay On: 150 ns Typ. 
19.4 ns 

See Typical Characteristics 

Delay Off: 100 ns Typ. 
23.4 ns 

See Typical Characteristics 

Control: 
"O" ➔ J1-J2 Pass 
"1" ➔ J1-J3 See Logic Table 

Operating Input Power: 2WCWMax. 
Pass 

See Typical Characteristics 

Survival Input Power: 5WCWMax. 
Pass 

See Typical Characteristics 

DC Supply: 
+5V@200 mA +5V@65 mA
-28V@20 mA -28 V@4 mA

Logic Table 

E1 Logic 

0 J1 - J2 

1 J1 - J3 

*E1 Pulled Low

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

----

QA 
QC 
PMI 

OA2 

PMI 

QA2 




