SUMMARY TEST DATA

PMIE ON

TGN P2T-1218-60-R-SFF-HIPSW-DG

Customer: Tested By: J. ALEXIS

SO No: Temperature: +25°C

Model No: P2T-1218-60-R-SFF-HIPSW-DG Date: 9/30/2021

Serial No: PL34146/2140 Drawing No: 27641240

Rev: A1

TEST QA
ITEM NO. PARAMETERS SPECIFIED VALUE TEST RESULTS Qc
1 Frequency Range: 12 to 18 GHz 12 to 18 GHz %‘:‘\?
. 1.42 dB
2 | tion Loss: ;
nsertion Loss 2.5dB Typ, 2.75 dB Max See Plot
! - 63 dB
3 Isolation: :
solation 60 dB Min See Plot
In 1.78:1
4 VSWR;: 2.0:1 Max. Out1.72:1
See Plot
. ", 4.8 ns
5 Rise Time: sty See Typical Characteristics
a4 4.2 ns
6 Fall Time: el See Typical Characteristics
y 19.4 ns
7 Delay On: 150 ns Typ. See Typical Characteristics
] 23.4ns
8 Delay Off 100 ns Typ. See Typical Characteristics
) "0" > J1-J2 Pass
9 Sopaal "1" > J1-J3 See Logic Table
! ; Pass
10 Operating Input Power: 2 W CW Max. BTl C ha I
. . Pass
11 Survival Input Power: 5W CW Max. See Typical Characteristics
. +5V @ 200 mA +5V @ 65 mA pMl
12 BESupply: 28V @ 20 mA 28V @4 mA A2
Logic Table
E1 Logic
0 J1-J2
1 J1-J3
*E1 Pulled Low
pmi
QA/QC Approval: QA2 Date: Q/ 30/902 |
’ 4
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