Customer:l
SO No:
Model No: PEC-2D35G-100W-SFF-SPDT

SUMMARY TEST DATA

ON

PEC-2D35G-100W-SFF-SPDT

Tested By: K. Mansfield
Temperature: +25°C
Date: 10/14/2021

Serial No: PL34326/2141 Drawing No: 27629691 Rev: A1
TEST QA
PA TER
ITEM NO. RAME S SPECIFIED VALUE TEST RESULTS Qc
1 Frequency Range: 2.2 GHz to 2.5 GHz 2.2 GHz to 2.5 GHz &ﬁ?
; ’ 1.98 dB
2 Insertion Loss: 2.5dB Typlcal, 3.0 dB Max. See Plot
i z 68 dB
3 Isolation: 40 dB Min. See Plot
. In 1.36 :1
4 \ﬁygz 1.5:1 Max. Out 1.45:1
See Plot
5 el s 100 W Max. Pass
¥ : (Hot Switching Without Damage) See Typical Characteristics
LEuPh. ' <350 ns
6 Switching Speed: 100 ns Goal, 350 ns Max. See Typical Characteristics
S — >60dB Pass
7 EMI Shielding: @ 1 Foot Away From DUT See Typical Characteristics
; "1" J1-J2 Insertion Loss
8 Ll s "0" J1-J3 Insertion Loss R
) +12 VDC +12 VDC @ 66 mA PMI
o ERrVnteage: -28VDC -28 VDC @ 45 mA QA2
PMi
QA2
QA/QC Approval: Date=_]_aﬁ*-l/9091
L [
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