
SUMMARY TEST DATA 

ON 

P2T-12G18G-45-R-SFF-1 OW 

Tested By: John R 
-----------

Temper at u re: +25•c 
-----------

Date: 11/15/2021 

Customer:  

SO No:  

Model No: P2 T-12G18G-45-R-SF F-10W 

Serial No: PL34719/2146 Drawing No: 27618993 Rev: B1 

TEST 
PARAMETERS SPECIFIED VALUE TEST RESULTS 

ITEM NO. 

1 Frequency Range: 12 GHz - 18 GHz 12 GHz - 18 GHz 

2 Insertion Loss: 1.5 dB Max. 
1.37 dB 

See Plot 

3 Isolation: 45 dB Min. 
49dB 

See Plot 

ln1.55:1 
4 VSWR: 2.0:1 Out 1.52 :1 

See Plot 

5 
Rise Time: 

20 ns Max. 
20 ns 

Fall Time: See Typical Characteristics 

6 
Delay On: 

50 ns Max. 
50 ns 

Delay Off: See Typical Characteristics 

7 Port to Port Switching: 50 ns Max. 
50 ns 

See Typical Characteristics 

8 Pulse Width: 1 µs Max. 
Pass 

See Typical Characteristics 

9 Maximum PRF: 2 MHz 
Pass 

See Typical Characteristics 

10 Control: 
TTL Low (0.2 VDC Nominal) 

Pass 
TTL High (3.5 voe Nominal) 

11 Power Supply: 
+15 VDC @ 100 mA Max. +15 VDC@36 mA 

-15 VDC@ 75 mA Max. -15 VDC@2 mA

30 Watts 
12 Peak Power•: 30 Watts Max. 

See Typical Characteristics 

13 Average Power•: 10 Walls Max. 
10 Watts 

See Typical Characteristics 

•operating E1 E2 RF State 

0 0 J1-J3 

1 0 Both On* 

0 1 All Off* 

1 1 J1-J2 

Not Defined' 
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