
SUMMARY TEST DATA 

ON 

PS-SG lSG-400-A-SFF 

Tested By: _c_. _E_rtt_e _r ___________ _
Temp: +25°C 

Date: 12/9/20201 

Customer:  

Job No: 

Model No: PS-5G18G-400-A-SFF 

Serial No: PL34996/2146 Drawing No: 27613224 Rev: A1 

TEST 
PARAMETERS SPECIFIED VALUE 

ITEM NO. 

1 Frequency Range: 5 GHz to 18 GHz 

Phase Shift Range: 
180

° 

Min, 400
° 

Typ 
5-10 GHz

2 
10-13 GHz

135
° 

Min, 200
° 

Typ 

13-18 GHz
45

° 

Min, 120
° 

Typ 

Insertion Loss: 
12 dB Max,8 dB Typ 

3 5-10 GHz 
10-18 GHz 

7 dB Max, 4 dB Typ 

4 
Return Loss 

8 dB Typ 
(In/Out): 

5 Control Voltage Range: 0-10VDC

6 
Modulation 

50 MHz Typ 
Bandwidth: 

7 
Phase Voltage 

40°/V Typ 
Sensitivity: 

Insertion Phase 
8 Temp o.5°1 v Typ 

Sensitivity: 

Note: lnsersion Loss exceeds 12 dBm but reaches max phase before 10 Volts 

QA/QCAppro,a l, � 4 PMI 

QA2 

TEST RESULTS 

5 GHz to 18 GHz 

Pass 
See Plot 

12.3 dB 
4.9 dB 

See Plot 
5.5 dB MAX 

See Plot 

10VDC 

Pass 
See Typical Charscteristics 

Pass 
See Typical Characteristics 

Pass 
See Typical Characteristics 
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