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SUMMARY TEST DATA

ON

PDC-DC18G-18C-NFF-200W

Model No: PDC-DC18G-18C-NFF-200W

Tested By: K. Wagaman
Temperature: 25 Degrees C
Date: 2/28/2022

Serial No: PL35737/2209 Drawing No: 27638100 REV: A1
TEST. QA
I

ITEM NO PARAMETERS SPECIFIED VALUE Test Results Qc

1 Frequency Range: DC TO 18.0 GHz 10 MHz TO 18.0 GHz b
Direct Line Insertion Loss:
2 G 1O 12 EH 0.2 dB TYP, 0.4 dB Max 0.31 dB
Direct Line Insertion Loss:
3 12,076 18,0 Gtk 0.35 dB TYP, 0.7 dB Max 0.46 dB
" Counlina: 30 dB TYP @ 18.0 GHz 29.59 dB @ 18.0 GHz
pling: 50 dB TYP @ 1.0 GHz 49.93 dB @ 1.0 GHz
1.2:1 TYP, 1.35:1 Max e R i
- bl LSkt 1.37 dB (5.0 to 18.0 GHz)
1.4:1 TYP (5.0 TO 18.0 GHz) : : '
15 dB MIN, 22 dB TYP
2 i (1.0 TO 14.0 GHz) 44.09 (1.0 to 14.0 GHz)
sty 12 dB MIN, 16 dB TYP 45.03 dB (14.0 to 18.0 GHz)
(14.0 TO 18.0 GHz)
T Average Power: 200 Watts Max 200 Watts Max gf\'ﬂ?[
pml
QA2
QA/QC Approval: ; Date: 2/28 /;t P
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