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Parameters Specified Value 

Frequency Range: 1.0 GHz to 2.0 GHz 

Insertion Loss: 0.7 dB Max. 

Input/Output VSWR: 2.0:1 Max. 
@-10 dBm Input 

Impedance: 50 O 

4 WCWMin. 
Input Power: 1KW Peak 

(1% Duty Cycle, 1 µs Max. Pulse Width) 

Maximum Flat Leakage: 16 dBm (40 mW) Max. 

Limiting Threshold: 5 dBm Min, 1 dB Compression 

Recovery Time: 1 µs Max 

1. EXTERNAL DC BLOCKS ARE REQUIRED FOR PROPER FUNCTION. 

PMI 
QA2 

Test Results 

1.0 GHz to 2.0 GHz 

0.65 dB 
See Graph 

1.56:1 
See Graph 

50 Cl 

Pass 
See Typical Characteristics 

Pass 
See Typical Characteristics 

12.8 dBm 
See Graph 

Pass 
See Typical Characteristics 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301) 662-5019 Fax: (301) 662-1731 
Email: sales@pmi-rf.com 

Page 1 of 2 

QA 
QC 

PMI 

QA2 

PMI 
QAl 




