SUMMARY TEST DATA

ON

LM-1G2G-4CW-1KWP-SMF-ROHS

Customer: Tested By:

SO No: Temperature:

Model No: LM-1G2G-4CW-1KWP-SMF-ROHS Date:
Serial No: PL37218/2234 Drawing No:

JohnR.

+25°C

8/16/2022

27644360 REV: A1

Test QA
Item Parameters Specified Value Test Results Qc
No.
i Frequency Range: 1.0 GHz to 2.0 GHz 1.0 GHz to 2.0 GHz prﬂzi
2 Insertion Loss: 0.7 dB Max. g s
See Graph
- 2.0:1 Max. 1.44:1
3 Input/Output VSWR: @-10 dBm Input SeeGapt
4 Impedance: 50 Q 500
4 W CW Min. p
5 Input Power: 1KW Peak See Typical ::s teristi
(1% Duty Cycle, 1 ps Max. Pulse Width) Se)lvpicaliensraciooncs
. Pass
6 Maximum Flat Leakage: 16 dBm (40 mW) Max. R o
See Typical Characteristics
—r . . ] 12.9 dBm
7 Limiting Threshold: 5 dBm Min, 1 dB Compression 568.Graph
o Pass PMt
g REAoYE ime; Ll - See Typical Characteristics QA2
1. EXTERNAL DC BLOCKS ARE REQUIRED FOR PROPER FUNCTION.
Pm
QA/QC Approval:, 248 Date: g/ﬁ ?//2 OF>
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