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Customer:“
SO No: :

Model No: [FD-30M-6M-1515-1

SUMMARY TEST DATA
FD-30M-6M-1515-1

Tested By: K. Mansfield

Temperature: +25° C

Date: 8/30/2022

Serial No: PL37662/2235 Drawing No: 27616360 Rev: A1
TEST i QA
R TER D
ITEM NO. PARAMETERS SPECIFIED VALUE TEST RESULTS Qc
1 Center Frequency: 30 MHz 30 MHz Q’:MI
2
Peak to Peak .
2 Bandwidth: 10 MHz Min. 10 MHz
3 Linear Bandwidth: 6 MHz Min. 6 MHz Min.
T 1000 mV / MHz

4 Sensitivity: +5% Into 50 Ohm 999.7 mV / MHz
5 Linearity: +5% Max. +3.1%

) ) 1.06:1
6 Input VSWR: 2.0:1 Max. See Plot
7 Input Dynamic Range: -10 to 0 dBm Min. -10 to 0 dBm
8 Rise Time: 120 ns Max. See Typical Characteristics
9 Pulse Width: 1 us Min. See Typical Characteristics
10 Pulse Repetition: 1 kHz See Typical Characteristics

_ +15 V @ 200 mA Max. +15V @ 195 mA PMI
L Rzt 15V @ 100 mA Max. A5V @ 45 mA QA2

QA/QC Approval: M M

PMI
QA2

Date: ?7/3 r{/zo 23
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Quqnticm PMI SUMMARY TEST DATA PL3T66212235

LANAR MONDLITHICS ON
FD-30M-6M-1515-1
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