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TEST 
PARAMETERS SPECIFIED VALUE Test Results 

QA 
ITEM NO QC 

1 Frequency Range: 500 MHz - 40 GHz 500 MHz - 40 GHz PMI 
QA2 

40 dB Typ. 
+41 dB Max.

2 Gain: +36 dB Min.
36 dB Minimum 

See Graph

3 Gain Flatness: ±2.5 dB Typ. 
±2.5 dB 

See Graph 

4 *Noise Figure: 5.5 dB Typ. 
Pass 

See Typical Characteristices 

5 OP1dB: 
+19 dBm Typ. (0.5-18 GHz) Pass 
+17 dBm Typ. (18-40 GHz) See Typical Characteristices 

6 Psat: 
+23 dBm Typ. (0.5-18 GHz) Pass 
+20 dBm Typ. (18-40 GHz) See Typical Characteristices 

VSWR: 
1.8:1 In 

7 2.0:1 / 2.5:1 Max. 1.7:1 Out 
(Input/Output) 

See Graph 

8 Input Power Handling: +17 dBm CW Max.
Pass 

See Typical Characteristices 

9 DC Supply: 
+12 to +15 voe

+12 to +15 VDC@440 mA
PMI 

@450 mATyp. QA2 

'Up to 26.5 GHz 
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