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SUMMARY TEST DATA 

ON 

PDPS-3F-6 Option AL 

Customer:  Tested By: K. Mansfield 

Temp: 25°C --------------Job No: 

 Model No: PDPS-3F-6 Option AL 

Serial No: PL38885/2250 

Date: Tuesday, December 13, 2022 

Drawing No: 27600674 Rev: A1 
----
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PARAMETERS SPECIFIED VALUE TEST RESULTS 

Frequency: 
3.0 GHz 3.0 GHz 

(500 MHz Bandwidth) (500 MHz Bandwidth) 

Insertion Loss: 
g dB Typ. 4dB 

(10 dB Max) See Plot 

VSWR: 
1.37:1 In 

Input/Output 
2.0:1 Typ. 1.49:1 Out 

See Plot 

5.625° 7.16° 

11.25° 10.74° 

Phase States: 
22.5° 23.9° 

45• 47° 

go• 88° 

1ao· 183 ° 

±6° Max, 3° Typ. 
2.66° 

Phase Accuracy: -5.58° 

@3GHz 
See Plot 

Switching Speed: 
300 nSEC Max. < 70 nSEC 
100 nSEC Typ. See Typical Characteristics 

\ Power Supply: 
+5 VDC@ 100 mA Max. +5 voe @ 2.2 mA
-15 VDC@ 100 mA Max. -15 voe@ 10 mA

Logic Table 
o· 111111 

5.625° 011111 
11.25° 101111 
22.5° 110111 

45° 111011 
go• 111101 
1ao0 111110 

354.375° 000000 
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