Quantic PMI

Customer:

SUMMARY TEST DATA

PLANHARN MOHNDLITHIC ON
LP625-600-3A-SFF
Tested By
SO No: Temperature
Model No: LP625-600-3A-SFF Date
Drawing No

Serial No: PL40040/2313

: E. Kretz

: +25°C

: 3/28/2023

: 27645080

Rev: A1

TEST QA
ITEM NO. PARAMETERS SPECIFIED VALUE TEST RESULTS Qc
1 PassBand: DC to 600 MHz DC to 600 MHz PMI
QA2
2 3 dB Bandwidth 625 MHz 726 MHz
VSWR: ’ 1.34:1
8 (In PassBand) Lo UL (See Plot)
Insertion Loss: 1.29 dB
2 (PassBand) Bl B Max (See Plot)
-~ 67.9 dBc
5 Rejection @ 1 GHz -60 dB MIN (See Plot) l
o 108.2 dBc PMI
6 Rejection @ 6 GHz -60 dB MIN (See Plot) QA2

-20

-30

-40

Loss (dB)

-50

-60

-70

-80

S Parameters

3

4 5

Frequency (GHz)

m—S 1 1
S22
—0.625

QA/QC Approval: %9 %%

P it

QP\Z

Date: 5/24 /2093
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