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SUMMARY TEST DATA 

ON 

DTA-2G18G-60-CD-1 

Customer: 

Job No: 

Model No: DTA-2G18G-60-CD-1 

Serial No: PL41570/2332 

TEST 
PARAMETERS 

ITEM NO. 

1 Frequency Range: 

2 Insertion Loss: 

3 VSWR: 

4 Flatness up to 20dB: 

5 Flatness up to 40dB: 

6 Flatness up to 60dB: 

7 
Accuracy of Attenuation 

0 to 20 dB: 

8 
Accuracy of Attenuation 

20 to 40 dB: 

9 
Accuracy of Attenuation 

40 to 60 dB: 

10 Switching Speed: 

11 DC Supply: 

Programed 
Attenuation 

Accuracy of 
Attenuation Attenuation 

dB dB dB 
0.06 0.07 0.00 

0.12 0.00 
0.25 0.00 

0.50 

1.00 

8.0 

QA/QC Approval: 

Tested By: E. Kretz 
--------------

Temper at u re: +25°C 
--------------

Date: Monday, July 31, 2023 

Drawing No: 27616145 Rev: A1 
----

SPECIFIED VALUE MEASURED VALUE 
QA 

QC 

2 GHz to 18.0 GHz 2 GHz to 18.0 GHz \'WI'

oP,..'2.

4.5 dB Max. 
3.7 dB 

See Graph 

2.0:1 Max. 1.8:1 
See Graph 

± 1.0 dB Typ. 
± 0.54 dB 

See Graph 

± 1.25 dB Typ. 
± 1.16 dB 

See Ghaph 

± 3.0 dB Typ. 
± 1.3 dB 

See Graph 

± 1.0 dB Typ. 
± 0.12 dB 

See Graph 

± 1.5 dB Typ. 
± 0.4 dB 

See Graph 

± 2.0 dB Typ. 
± 0.41 dB 

See Graph 

ON: 1.0 usec Max. 
See Typical Characteristics OFF: 0.5 usec Max. 

+15VDC@ 130 mA +15 VDC@ 122 mA \'WI\

o.r,,..'l-

Flatness Programed 
Attenuation 

Accuracy of Flatness 
dB Attenuation Attenuation dB 

±dB dB dB dB ±dB 

0.01 5.00 4.93 0.07 0.44 
0.01 0.36 
0.02 0.42 

0.54 
0.72 

0.90 
0.93 
1.16 
0.67 

-0.32 0.60 
55.00 -0.41 0.87 
60.00 -0.37 1.30 

pMI 
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I 

7309-A Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 






