
SUMMARY TEST DATA 

ON 

TD-2G18G-RL-CD-SFF 

Tested By: S. O'Neill 
__,,..,,,.,..,,,,__ __________ _

Temperature: +25°C
--------------

Customer: 
SO No:  

Model No: TD-2G18G-RL-CD-SFF 
Serial No: PL42521/2341 

Date: 10/13/2023 
Drawing No: 27621913 Rev: A1 

TEST 
PARAMETERS SPECIFIED VALUE TEST RES UL TS 

ITEM NO. 

1 Operating Frequency: 2 GHz to 18 GHz 2 GHz to 18 GHz 

2 Input Operating Range: -30 dBm to +10 dBm -30 dBm to +10 dBm

3 Input VSWR: 3.0:1 Typ. 2.2:1 

See Plot 

4 Threshold Level: -30 dBm TO -10 dBm -30 dBm TO -10 dBm

5 
Threshold Variation: ±1.5 dB max 1.25 dB (With Frequency) 

6 Maximum Input Power: 100 mW CW Max 100 mW CW Max 

7 Detected Output: TTL (1): RF< Threshold TTL (1): RF< Threshold 

TTL (0): RF > Threshold TTL (0): RF > Threshold 

8 Propagation Delay: 10 ns Typ. 10 ns 
See Typical Characteristics 

9 Power Supply Voltage: +t-5 voe@ 100 mA Typ. +5V@97 mA

-5V@30 mA 
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